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Frameless Round 1
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P *Η τεχνολογία των LED είναι σε διαρκή εξέλιξη οπότε πριν παραγγείλετε, παρακαλούμε επιβεβαιώστε ποιο LED είναι διαθέσιμο

LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

ask for a confirmation that this is the most updated product to our list.

warm 2700 Kelvin              warm white 3000 Kelvin             neutral white 4000 Kelvin
Βαμμένα με Ηλεκτροστατική Βαφή

Painted with Electrostatic Powder

Honey comb

louvre

Smooth 

Filter

Elliptical

Filter

Accessories upon request

 Σποτ χωνευτό σε γυψοσανίδα 

 χωρίς εξωτερικό πλαίσιο 

 εσωτερικού χώρου 

 χυτό αλουμινίου 

 κατάλληλο για darklight (αντιθαμβωτικό) φωτισμό

 σταθερό 

 κατάλληλο για λυχνίες τύπου ΜR16 

 2volt GU5.3 ή 230-240volt GU10 

 Recessed false ceiling spot 

 frameless/trimless 

 suitable for indoors use 

 from die cast aluminum 

 suitable for darklight (anti-dazzle) effect 

 fixed 

 suitable for lamps type MR16 

 2volt GU5.3 or 230-240volt GU10 

9872 DICHROIC 220-240V 50W GU10

LED LAMP MR16 GU10 220-240V 3-8W 

DICHROIC 12V 50W GU5.3 

LED LAMP MR16 12V 3-8W                           
9871

REF 1

REF 3  

95mm 2077mm76mm

58mm

50mm

REF 1 REF 3

46mm

50mm

Fixed

ø68mm

ø76mm

ø77m

95mm

23mm

12,5mm

Ρυθμιζόμενα πλαϊνά στηρίγματα για οροφές

πάχους από 10mm έως 30mm

Adjustable side brackets for installation onto

ceiling with thickness from 10mm up to 30mm


