RECESSED SPOTLIGHTS
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www.mpillumination.com O

FRAMELESS ROUND
FOCUS WHITE

» QWTIoTIKG XWVEUTO opo@iic Xwpic e§wTepikd mhaiolo
} EOWTEPIKOL XWPOU

} oTaBepod

} ahoupviou

» katahnho yia darklight pwtiope

} pe udhivo mpoguAakTrpa tempered didgavo i pat

» pe evowpatwpévo 1 COB LED woxvoc, LM80, CRI >80
} katomy napayyehiag kat pe CRI>90 & CRI=97

} o€ 2700-3000-4000 Kelvin

» karomyv napayyehiag oe 3500-5000 Kelvin

} pe avakhaotipa ahovpviou 15°-25°-40°-60°

» Aeroupyei pe ouvodeuTiké LED driver

» on/off , dimmable phase cut/Dali/1-10volt

Y10 QUTIOUO KATAOTNHATWY, YPAQEIWY Kal OIKIWV.

» Recessed fitting trimless

» for indoors use

» fixed

» die cast aluminum

» suitable for darklight effect

» with tempered glass transparent or mat

» with 1 COB LED, LM80, CRI>80

» upon request with CRI>90 or CRI>97

» with aluminum reflector 15°-25°-40°-60°
» in 2700-3000-4000 Kelvin

» upon request available in 3500-5000 Kelvin
» works with remote led driver LED driver

» on/off, dimmable phase cut/Dali/1-10volt
» for use at shops, houses and offices

INDICATIVE LED TABLE* CRI>80

6.5W 350mA | 2700-3000-4000 KELVIN

4.5W 500mA | 2700-3000-4000 KELVIN | 345-365-385 LUMEN
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Ta mapanavw QuTICTIKA TPOCPEPOVTAL
Kal pe npootaocia IP44 katémv mapayyehiac.
The above lightings are available

IP43-44 with IP44 protection uppon request.

FRAMELESS ROUND
FOCUS BLACK

b QwTIoTIKOG XwVeuTd opogiic Xwpic e§wTtepikd mhaiolo
} EOWTEPIKOL XWPOU

} otaBepd

» ahoupviou

» katahnho yia darklight pwtiope

} pe udhivo MpoguAakTrpa tempered Sidgavo i pat

» pe evowpatwpévo 1 COB LED woxvoc, LM80, CRI >80
» katomy napayyehiag kat pe CRI>90 & CRI>97

} e 2700-3000-4000 Kelvin

» katomyv napayyehiag oe 3500-5000 Kelvin

} e avakAaoTtipa ahovpiviov 15°-25°-40°-60°

» Aeroupyei pe ouvodeuTiké LED driver

» on/off , dimmable phase cut/Dali/1-10volt

Y10 QUTIOUO KATAOTNHATWY, YPAQEIWY Kal OIKIWV.

» Recessed fitting trimless

» for indoors use

» fixed

» die cast aluminum

» suitable for darklight effect

» with tempered glass transparent or mat

» with 1 COB LED, LM80, CRI>80

» upon request with CRI>90 or CRI>97

» with aluminum reflector 15°-25°-40°-60°
» in 2700-3000-4000 Kelvin

» upon request available in 3500-5000 Kelvin
» works with remote led driver LED driver

» on/off, dimmable phase cut/Dali/1-10volt
» for use at shops, houses and offices

INDICATIVE LED TABLE* CRI>80

| 31W350mA | 2700-3000-4000 KELVIN | 250-265-285 LUMEN | <> (@) A\
C@ A4
@A
| 7W200mA | 2700-3000-4000 KELVIN | 585-620-635LUMEN | <> (@ A\
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4.5W 500mA | 2700-2000-4000 KELVIN | 345-365-385 LUMEN

(| 6.5W350mA | 2700-3000-4000 KELVIN

9.5W 350mA | 2700-2000-4000 KELVIN | 860-900-960 LUMEN

(76mm T 77mm J100mm-155mm CE P

o

IP43-44

Ta mapamavw guTICTIKA TPooPEpovTal

Kal pe npootacia IP44 katémy napayyehiac.
The above lightings are available

with IP44 protection uppon request.

*H Tegvoloyia Twv led eivar oe Siapkr e¢€M€n ondéte npiv mapayyeilete,
mapakaiovUpe empBeBaore mo led eivar SiaBéoipo

Led technology changes constantly forward, so before

selecting / ordering the most suitable product for you,

ask for a confirmation that this is the most updated product to our list.
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Painted with Polyester Electrostatic Powder

EEE warm 2700 kelvin BB warm white 3000 Kelvin Bl natural white




