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www.mpillumination.com

Frameless Square Deep Move Cob Led Black Internal

» Xmot led xwveutd opo®rig

» E0WTEPIKOU XWPOU

» frameless/trimless

» aAoupviou

» Bappévo NAEKTPOOoTATIKA

» Kivnté optlovtiwg £355° kat KaBétwg +25°

» kataAnAo yia darklight pwtiopéd

» e evowpatwpévo 1 cob led 1oxvog

» TPOoAPUOCUEVO Og PrKTpa uPnARg amodoong

> yla tTnv KaAUTtepn Staxeipton Beppotntag tou led
CRI>80 | 3 SDCM

Katomv mapayyehiog Siabéotpo pe 2 SDCM
Katomv mapayyehiag pe CRI>90 & CRI 98+

o€ 2700-3000-4000 Kelvin

KATOmIV mapayyeAiag kat og 3500-5000-6000 Kelvin
pe avakhaotripa uPnAng amdédoong

pe 6éoun 15°-25°-40°

Aettoupyei pe ouvodeuTikd led driver ,On/off

1 katémv mapayyehiag dimmable phase cut / Dali / 1-10volt

v
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Recessed led spotlight

for indoors use

from die cast aluminum

frameless/trimless

movable horizontally £355° and vertically +25°
suitable for darklight effect

with incorporated 1 cob led source

adjusted on a high performance heatsink

for best thermal management of led source
CRI>80 | 3 SDCM as standard

upon request available with 2 SDCM

upon request available with CRI>90 & CRI 98+
in 2700-3000-4000 Kelvin

upon request in 3500-5000-6500 Kelvin

with high performance reflector

available with 15°-25°-40°

works with remote led driver

on/off as standard

> upon request dimmable phase cut/Dali/1-10volt

VVYVVVVVVVVVVVYVVYYVYYV

CRI>80 | Led source power & Average Luminaire Flux

Indicative Flux list | Final lumen output depends from the selection of the angle beam

=

IP 44

To mapandvw GwTICTIKO TPOCPEPETAL

The above luminaire is available upon request
with IP44 FRONT protection

EXZ . 5.0w|2700-3000-4000 KELVIN | 440-460-480 LUMEN @ A
" | 6.7W|2700-3000-4000 KELVIN | 585-615-640 LUMEN @ A
" | 7.5W|2700-3000-4000 KELVIN | 645-675-705 LUMEN @A
" | 9.0W|2700-3000-4000 KELVIN | 780-320-860 LUMEN @A
" 11.0W|2700-3000-4000 KELVIN | 925-965-1000 LUMEN @ A
" 12.75W|2700-3000-4000 KELVIN | 1050-1100-1150 LUMEN @ A
" | 8.5W|2700-3000-4000 KELVIN | 885-910-950 LUMEN @A
" | 10.5W|2700-3000-4000 KELVIN | 1050-1080-1125 LUMEN @A
" | 12.0W|2700-3000-4000 KELVIN | 1200-1250-1300 LUMEN @A
[] 85x8smm === g6x86mm 4 135-150mm (€

Kivnto opilovrtiwg +355°
Kal Kafétwg +25°

Movable horizontally +355°
and vertically +25°

Tiltable

CassD

=¥
86x86mm

PuOui{opeva mdiva otnpiypata yia opoEg
mayxoug amé 10mm éw¢ 30mm

Adjustable side brackets for installation onto

ceiling with thickness form 10mm up to 30mm

+25° +25° Accessories upon request
O 30mm
R @
12 5mm“§' 4% 79X79mm —»F
- [y o Smooth Smooth Honey comb
: 23mm lightfilter 1 light filter 2 Ioa’vre
i=——85x85mm——+-

 @@®

Bappéva pe Hhektpootartikr Bagn
Painted with Electrostatic Powder

mmm warm 2700 Kelvin

ask for a confirmation that this is the

*H texvoloyia Twv LED givan o Siapkn} e§€Mi€n ondte mpiv mapayyeilete, mapakalovpe empPePaiwate moto LED givar 51a0éoipo
LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

most updated product to our list.

mmm neutral white 4000 Kelvin

katomyv mapayyehiog pe npootacia IP44 FRONT



