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Tube Wall 1.3 COB LED Focus

» Zteyavog mpofBoAéag emitolog
» e§wTEPIKOL XWPOU
» XUtdg ahoupiviou Bapéwc Tumou
F —= » 1 e€66ou pwTtiopov
i » NAEKTPOOTATIKA BapEVOG e TTOAVEDSTEPLKY TTOUSPA

» yla avtoxn o€ eEwTEPIKEG OLVONKEG TTEPIBANNOVTOG
» M€ UAAIVO TTIPOPUAAKTAPA TTAXOUG 10mm

tempered Stagavo R pat
» e evowpatwpévo 1 cob led 1ox0og
» €VOWHATWUEVO 0g PAKTPa uPnAng amddoong
» yla tnv kKaAUTEPN Slaxeipion BepudtnTag tou led
» CRI>80| 3 SDCM
» katomv mapayyehiog pe CRI>90
» og Beppokpaaia xpwpatog 2700-3000-4000 Kelvin
» Katomv mapayyehiag kat og 3500-5000-6000 Kelvin
» ue avakAaotripa ahoupiviou uPnirig amddoong
> He Séopn 15°-25°-40°-60°
» Mg evowpatwévo led driver
» on/off n dimmable phase cut/ Dali/ 1-10volt
» € ENAOTIKA OTEYaAVOTIOINONG Ao GINIKOVN Kal Bideg Inox
» KATAANAOG Y10 QWTIOHO TTPOCOYEWV KTIPIWY, KATAOTNUATWY
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= » Waterproof wall fixed projector

e » from heavy die-cast aluminum

» polyester powder coated

» suitable for resistance under harsh environmental conditions
» with 1 lighting exit

» with 1 tempered glass transparent or mat 10mm thick
» with incorporated 1 cob led soure

» adjusted on a high performance heatsink

» for best thermal management of led source

CRI>80 | 3 SDCM | as standard

upon request available with CRI>90

in 2700-3000-4000 Kelvin

upon request in 3500-5000-6000 Kelvin

with high performance aluminum reflector

available with 15°-25°-40°-60° beam angle

with built in led driver

on/off as standard

upon request available dimmable phase cut/Dali/1-10volt
» with silicon gaskets and inox screws

» suitable for lighting building and shop facades
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Standard Lumen Output version

PEERE] ©  13.0W | 220-240V | 2700-2000-4000 KELVIN | 1170-1200-1250 LUMEN [GESEE : <> QD) /\
. «<—@120mm—
PEERT] ©  17.0W | 220-240V | 2700-3000-4000 KELVIN | 1480-1520-1585 LUMEN [GEPIETY i <> (D) /\ | |
PLEIVA ©  19.0W | 220-240V | 2700-3000-4000 KELVIN | 1785-1830-1910 LUMEN [GEZEEY i <D> (D) /\ A
PEERE] ©  22.5W | 220-240V | 2700-3000-4000 KELVIN | 2000-2050-2145 LUMEN [GEZEE A <> @) A\

25319 | .24.0W | 220-240V | 2700- -4000 KELVIN | 2160- -2305 LUMEN

High Lumen Output version

@@A H 14Tmm

PEEPIY | 24.0W | 220-240V | 2700-3000-4000 KELVIN | 2290-2385-2470 LUMEN [t > @ A\ ) /2.

; . @100mm _|
35321 .24.0W | 220-240V |2700- -4000 KELVIN | 2545- -2750 LUMEN REPE511111] @@A 1 2192 1

mm
5 120mm 6LASS (o) (€
@ @ ‘,i 8 *H teyvoloyia Twv LED eivat oe Siapkry eEEMEN omoTe mpiv mapayyeilete, mapakalolpue empBeBaikote moto LED sivat SiaBéoipo
&7 H LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
ask for a confirmation that this is the most updated product to our list.

Bappéva pe Molevatepikn HAektpootatikn Bagnr
Painted with Polyester Electrostatic Powder mmm warm 2700 Kelvin mmm neutral white 4000 Kelvin



