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Tube 120 Short Cob Led 1

MpopoAéag led oteyaveég

ahoupviou Bapéwg TUMou

NAEKTPOCTATIKA BApPEVOS LE TTOAVETTERIKE TTOUSpA
KatahnAn yia eEwtepikois xwpoug

He udMvo pouAakTipa tempered

ndxouc 10mm Sidgpavo R pat

Le evowpatwpévo 1 COB LED 1oxv0g

LM80, CRI>80

katomy apayysAiag pe CRI>90 & CRI 98+

o€ Beppokpaocia xpwpatog 2700-3000-4000 Kelvin
Katomy mapayyeAlag kai o€ 2800-3500-5000-6000 Kelvin
He avakhaaTtipa ahovpviou upnirc anédoong

pE S€opn 15°-25%-40°-60°

katoémv mapayyehiag mpoogépetat pe 10° avakhaotipa
He evowpatwuévo led driver

on/off | dimmable phase cut / Dali / 1-10volt

He eEAaoTIKA oTeyavomoinong and clMKovn

oumoBAirn Pg 9 and noAvapién IP68

Kal Bideg Inox

KATAMNAOC Y1a WTIOPO ApPXITEKTOVIKWV AETTTOMEPEIDV,
KTIp(wV, KATAOTNUATWY
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Waterproof led projector

for outdoors use

from heavy duty die cast aluminum
painted with electrostatic polyester powder
suitable for external use

With tempered glass transparent or mat
With incorporated 1 COB LED

INDICATIVE COB LED TABLE* CRI>80

pyLyty 12.0W |230-240volt| 2700-2000-4000 KELVIN | 1050-1125-1175LUMEN SDOA LM80, CRI>80
Upon request available with CRI>90 & CRI 98+
REXey 17.0W |230-240volt | 2700-3000-4000 KELVIN |1465-1535-1605 LUMEN SOA In 2700-3000-4000 Kelvin

Upon request in 2800-3500-5000-6000 Kelvin
With high performance aluminum reflector
Available with 15>25°-40°-60° beam

Upon request available with 10° beam

with incorporated led driver

On/off, dimmable phase cut/Dali/1-10volt
with silicon gaskets

polyamide cable gland Pg 9 1p68

and inox screws

suitable for decorative lighting of architectural details
such building and shop facades

PEEELY 14. 0W |230-240volt | 2700-3000-4000 KELVIN | 1300-1350-1400 LUMEN OOA

GLASS@' (e W

KAP@®QTO ITHPIFMA EAA@OYEZ AAOYMINIOY | 205mm
ALUMINUM GROUND SPIKE  olEe]
L=205mm ‘
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KAP®QTO ETHPIrMA EAAGOYE ANOYMINIOY || 305mm
ALUMINUM GROUND SPIKE i3 |
L=305mm Il

KIT ZTHPIZHZ AAOYMINIOY l | =
SUPPORTING ALUMINUM KIT |
L=430mm 9L || 430mm

| E=QTEPIKO ETHPIrMA AAOYMINIOY J i ‘ 125mm
KAP@QOTO ITHPIFMA EAADOYE OPEIXAAKINO ||| 205mm GROUND SURFACED ALUMINUM SUPPORT e

BRASS GROUND SPIKE { L=125mm O}
L=205mm |

LED technology changes constantly forward, so before selecting / ordering the most suitable

@ @ @ '18 Y Bappéva pe Molveatepwn HAextpootatikr Bagr *H Tsxvohqyia Twv LED eival gg 6|ap|fr] sié)\u‘,l} OMOTE P TapayyeheTe,
o S W Painted with Polyester Electrostatic Powder napakaholpe empefawnote mo led sivar SiaBéopo
product for you, ask for a confirmation that this is the most updated product to our list.

I warm 2700 Kelvin Il warm white 3000 Kelvin Il natural white 4000 Kelvin



