www.mpillumination.com C

Vision Mini Cob Led

RECESSED LED SPOT & DOWNLIGHTS
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DWTIOTIKO XWVEUTO 0pOPrig

E0WTEPIKOU XWPOU

aAoupiviou

oTabepod

Ue Babuo npootaciag IP44 pnpootda

Ue udhivo Tpo@UATKTHPA tempered

Siapavo f pat

pe evowpatwpévo 1 COB LED 1oxvog

LM80, CRI>80

Katémv mapayyehiag pe CRI>90 & CRI 98+

oe Bepuokpacia xpwuatog 2700-3000-4000 Kelvin
Katémv mapayyehiag kat og 2800-3500-5000-6000 Kelvin
HE avakAaoTiipa aAoupiviou bPnArig amédoong

ue 8€oun otevii-pueoaia-supeia-moAl gupseia

UE evowpaTtwévn Yrktpa vPning andédoong

yla Tnv KahuTepn Slaxeipion BeppodtnTag Tou led
Aettoupysi pe ouvodeuTiko led driver

on/off rj dimmable phase cut / Dali / 1-10volt
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Recessed fitting

forindoors use

die cast aluminum

fixed

with IP44 FRONT protection

INDICATIVE LED TABLE* CRI>80

with tempered glass transparent or mat
with incorporated 1 COB LED

284131 || | COBLED 12.0W 350mA 2700-3000-4000 KELVIN 1200-1270-1340 LUMEN
284122 || COBLED 17.5W 500mA 2700-3000-4000 KELVIN 1665-1765-1560 LUMEN
28413 | () COBLED 21.0W 600mA 2700-3000-4000 KELVIN 1960-2080-2190 LUMEN
28414 | | COBLED 25.0W 700mA 2700-3000-4000 KELVIN 2240-2380-2500 LUMEN
28415 | | COBLED 32.0W 900mA 2700-3000-4000 KELVIN 2772-3080-3225 LUMEN
28416 | || COBLED 39.0W 1050mA 2700-3000-4000 KELVIN 3130-3325-3500 LUMEN D @ /&
28417 || COB LED 42.0W 1400mA 2700-3000-4000 KELVIN 3700-3895-3
28418 | | COBLED 53.0W 1700mA 2700-3000-4000 KELVIN 4395-4620-4720 LUMEN <&@ &\

30 LUMEN <> @ A&

LM80, CRI>80

upon request available with CRI>90 & CRI 98+

in 2700-3000-4000 Kelvin

upon request in 2800-3500-5000-6000 Kelvin

with high performance aluminum reflector

with high performance heatsink

for best heat management

available with narrow-medium-wide-extra wide beam
works with remote led driver

on/off, dimmable phase cut/Dali/1-10volt
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Mpoapépovral pe 4 Timoug yuahiv tempered
Available with 4 types of tempered glasses
1. Aldpavo / Trasparent 2, Aidgavo miké / Trasparent silkscreen
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Bappéva pe Nohueotepikr) HAextpootatikr Bagr
Painted with Polyester Electrostatic Powder

*H tegvohoyia Twv led eivar o Stapkr eEEMEn omoTe Tipiv mapayyeilete,
napakahoUpe empBeBawote mo led eivar Siabéoipo

Led technology changes constantly forward, so before
selecting / ordering the most suitable product for you,

ask for a confirmation that this is the most updated product to our list.

I warm 2700 kelvin I warm white 3000 Kelvin Il neutral white 4000 Kelv



