LINEAR FITTINGS
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Led Profile Move 3 CC

MHKOZ/LENGHT 500mm | LED SPACING 75mm

ﬁ 6 POWERLED ME ®AKO / LED WITH LENS

6W |6x1w [350ma | 2700-2000-4000 KELVIN | 540-570-630 LUMEN (>

9W |6x1.50w |500ma | 2700-3000-4000 KELVIN | 810-570-960 LUMEN <>

MHKOZ/LENGTH 1000mm | LED SPACING 75mm

ﬁ 12 POWER LED ME ®AKO / LED WITH LENS

12W |12xTw |350ma | 2700-3000-4000 KELVIN | 1080-1140-1260 LUMEN (>
18W |12x1.50w |500ma | 2700-3000-4000 KELVIN | 1620-1740-1920 LUMEN @
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» MpAPUIKO PWTIOTIKG ETTITOLXO 1) 0POPNC

» KATAAANAC YId ECWTEPIKOUG XWOEOU

> amd mpogih ahoupviou

» NAEKTPOOTATIKA BapPEVO E TTOAVESTEPIKN TTOUSpa

» He Babuo ateyavotnrag IP20

» Katomv napayyehiag mpoogépetal kai pe mpootaaia P40

» Turornonpéva prikn 500mm kat 1000mm

> TO (PWTIOTIKG MPOOPEPETAL UEXPL KAl 2500mMm PHOVOKOPUATO

» eMiong S1a0£01LI0 KAl O KPOTEPA UKD YIO QUTICUO KAUTTUAWY XWEWV
» He evowpatwpéva High Power Led texvohoyiag SMD

» LM80, CRI>80, katdmv napayyehiag pe CRI>90 & CRI>98+

> TOTIOBETNUEVA OE YPaUUIKR YPrKTpa

> yla Tnv KaAutepn Slaxeipion tne Beppokpaciag Twy led

» 0g Beppokpaaiag xpwpatog 2700K-3000K - 4000K

» Katomv mapayyshiag kat og 3500-5000-6500 Kelvin

» He pakd SEopng 15°-25°-35°-45-60°

> Katomv napayyeAiag SlatiBetal pe pakoug eEANETIKAC Soung

> Katémv apayyehiag SiatiOetan pe gpaxoug wall washing

» herroupyei pe ewtepikd LED driver

> On/off, dimmable phase cut/Dali/1-10v

» Tunonoinuévn anéotaon petagl led 75mm

> Katomv napayyehiag npoogépetal pe 50mm-100mm

»T1don tpogodooiag 350mA ) 500mA

» TIPOCPEPETAL PIE EYKATEGTNUEVO KOAWSI0 HHKOUG 1.50p

» 1 Katomy napayyehiag pe fis Fast Connection apogvikd kat BnAukd
» &latiBetan pe miaiva otnpiypata otnpigng yia duvatotnta Kivnong

w Linear wall fixed or ceiling mounted lighting fitting

s suitable forindoors use

P20 protection standard

% IP40 protection upon request

» from extruded aluminum powder coated

% with incorporated High Power Led SMD technology

3 LM80,CRI>80 as standard

% upon request available with CRI>90 and CRI>98+

% adjusted on a linear cooling system for heat management
» led spacing 75mm standard

% upon request available with led spacing 50mm and 100mm
» standard length of fitting 500mm and 1000mm

% upon request fitting can be produced up to 2.50m

» also short pieces can be offered to accommodate curves
3w standard CCCT of led 2700K-3000K-4000K

% upon request also available in 3500K-5000K and 6500K

% with symmetrical lenses 15°25°-35°-45°-60°

% upon request available with elliptical beam lenses

» upon request available with wall washing lenses

3 works with remote/external LED driver

% On/off, dimmable phase cut/Dali/1-10v

» input voltage 350mA or 500 mA

3 wired with 1.5m of cable

% or upon request with male and female fis fast connection
» with brackets at the two sides for capability of movement
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Painted with Polyester Electrostatic Powder

I warm 2700 kelvin I warm white 3000 Kelvin Il neutral white 4000 Kelvin

*H tegvohoyia Twv led eivar o Stapkr eEEMEn omoTe Tpiv mapayyeilete,
napakahoUpe empBeBawote mo led eivar Siabéoipo

Led technology changes constantly forward, so before
selecting / ordering the most suitable product for you,

ask for a confirmation that this is the most updated product to our list.



