NPOBOAEIX PATAY EZQTEPIKOY XQPOY | PROJECTORS FOR INDOOR USE / TRACK LIGHTS

Tube Maxi Cob Led 1

INDICATIVE LED TABLE* CRI>80

PRI 17W | 230-240v/700ma | 2700-3000-4000 KELVIN | 1550-1650-1750 LUMEN <> (&) /i\

PERRRN 21W | 230-240v/600ma | 2700-3000-4000 KELVIN | 1850-1950-2050 LUMEN <> (D) /\

PEIPY 23W | 230-240v/700ma | 2700-3000-4000 KELVIN | 2300-2400-2550 LUMEN <> (&) A\
Increased Efficacy

) OSRAM Preva LED COIN

FEET 18W | 230-240v/700ma | 3000-4000 KELVIN | 1230-1300 LUMEN | 24°40° > @) /\
OSRAM Preva LED COIN 111

FEEYAl 22.50W | 230-240v/700ma | 3000-4000 KELVIN | 1880-1990 LUMEN | 24°-40° <> (D) /i\
OSRAM Preva LED COIN 111

S@A

EEEER 34W | 230-240v/1050ma | 3000-4000 KELVIN | 2740-2900 LUMEN | 24°-40°
OSRAM Preva LED COIN 111

ﬁ POWER LED WITH LENS

pLl0k] 24W | 12X2W| 230-240V/700ma | 2700-2000-4000 KELVIN | 2000-2150-2300 LUMEN
15°-25°-35°-45°-60° LENS

@150 x 250mm GLASS'G@ CE

&

» MpoPoiéag led ecwTtepikoL Xwpou
» XUTOG ahoupiviou
» BALUEVOG e NAEKTPOCTATIKY Bagn
» LE UdAvo TTpOPLAAKTHPA tempered
Siapavo 1y pat maxoug 4mm
» MEPICTPEPOUEVOC opLlovTiwg 355°
Kal KaBétwe +90°
» pe evowpatwyévo 1 COB LED ioyvog
P LE EVOWHATWHEVN YRKTPA VPNARC amddoang
yla TV kahutepn Slayeipion Beppdtntag Tou led
» LM80, CRI>80
» Katomv mapayyehiag pe CRI>90 & CRI 98+
» oe Beppokpaoia xpwparog 2700-3000-4000 Kelvin
» KaTOMIV Tapayyehiag Kat
o€ 2800-3500-5000-6000 Kelvin
» JE avakAaoTrpa ahoupiviou uPpning amédoong
» e GEapn oTevh-peoaia-gupeia-TToAD eupeia
» € eVvowpatwpévo led driver
» on/off fj dimmable phase cut / Dali/ 1-10volt
» LIE EVOWUATWHEVO TPLPACIKO adaptor
» SiabEoipo katomv mapayyehiag e
[Baon ahoupviou yia TomoBETnoN OE 0poYr
» SlaBEatpo Katomy mapayyehiag
pe multiAdapter pe data bus emhoyn

» indoor track mounted LED spotlight
» from die cast aluminum
» Painted with electrostatic powder
» rotatable horizontally 355° and head tiltable 0-90°
» with tempered glass transparent or mat 4mm thick
» with incorporated 1 COB LED
» with high performance heatsink
for best heat management
» LM80, CRI>80
» upon request available with CRI>90 & CRI 98+
» in 2700-3000-4000 Kelvin
» upon request in 2800-3500-5000-6000 Kelvin
» with high performance aluminum reflector
» available with narrow-medium-wide-extra
wide beam
» with incorporated three phase adaptor
» upon request available with
die cast aluminum base for ceiling mounting
» upon request available with multiAdapter
with data bus option

QO ®

I warm 2700 Kelvin [ warm white 3000 Kelvin Il natural white 4000 Kelvin

Bappéva pe Mohusatepiki HAeKTpoaTaTikn Bagry
Painted with Polyester Electrostatic Powder
elvir

*H teyvohoyia Twv LED givai ot Siapkr) EENEN ondte mpiv mapayyeieTe,

napakahoUpe emPBePaiwate mo led sival Sabéopo

LED technology changes constantly forward, so before selecting / ordering the most suitable
product for you, ask for a confirmation that this is the most updated product to our list.

0 www.mpillumination.com




