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CRI>80 | Power and luminous flux

» TPAUMIKO led QWTIOTIKO EWTEPIKO

» €0WTEPIKOU XWPOU

» KATAAAnAo yla TomoBETnon o€ opo®n

» 1 KPEUAOTO WE KIT avaptnong®

» amé mpo@i\ aloupiviou

» UE TTOAUKAPUITOVIKO KAAUHHA HaT omaN/cativé

» ue evowpatwuévo Linear Led Modules

» CRI>80 | 3 SDCM

» TomoBeTnuéva og YPaUIK WNKTpa

» yla kaAUTepn Slaxeipion tng Beppokpaaciag

» o€ Beppokpaocia xpwpatog 3000-4000 Kelvin

» katomv mapayyehiag kat og 2700-5000-6500 Kelvin
» katomv mapayyehiag kat pe CRI>90

» Aertoupyei pe evowpatwpévo Led Driver on/off

» katomv mapayyehiag dimmable phase cut/Dali/1-10v
» KOATAAANAO YlO OLOIOYEVH PWTIOUO XWPIG KEVA

» Linear led luminaire

» surface mounted

» or pendant with suspension kit*

» forindoors use

» from extruded aluminum powder coated

» with polycarbonate satin opal mat cover

» with incorporated Linear Led Modules

» adjusted on a linear cooling system

» for best heat management

» CRI>80 | 3 SDCM as standard

» upon request available with CRI>90

» CCT 3000-4000 Kelvin

» upon request also available in 2700-5000-6500 Kelvin
» works with built in Led driver on/off as standard

i > upon request dimmable phase cut/Dali/1-10v

i > seamless effect without shadows between modules

KIT ANAPTHZHZX | SUSPENSION KIT

AmotehoUEVO amd 2-5 CUPUATOOKOIVA avAAOYa e
TO UNAKOG TOU QWTIOTIKOU HE TUTTOTTOINUEVO PAKOG
1.20m (katdémyv mapayyehiag S1d0eoipo Kal o€
HeyalUTepa PKn) HE e§apTpata otipiEng oto
PWTIOTIKS Kal 0TNV 0po®r, Ue BAcn aAoupiviou
OTPOYYUAN e§wTepIkig StapéTpou O60mm Kat
OYoug 20mm, Bappévn OTO XPWHA TOU GWTIOTIKOU,
He KAOAWS10 S1APavo - AEUKO - Havpo - YKpL

l TUTTOTTOLNEVOU HKOUE 1.50m (KaTomiv

Linear Led Module
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Katémv mapayyeAiag 10 gwTIOTIKO
npoo@épetal 4,50m o€ eviaio cwpa

Upon request luminaire is offered

4.50m long in one single piece

napayyehiag 5100010 Kat og peEYOAUTEPA PKN).

Composed by 2-5 pcs (depending from the length of luminaire) of steel wire
with length 1.20m standard length (upon request available in longer lengths)
assembled to fitting with all necessary components for ceiling installation,
with 1.50m long power supply cable 3x0.75mm transparent - white - black -
grey (upon request available in longer lengths), connected to fitting and 1 pcs
of round die cast aluminum ceiling base, painted in same color with luminaire,
with external diameter d=60mm and height=15mm.
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75mm Mﬂﬂﬂﬂﬂﬂﬂﬂm 80mm

EXTERNAL VERSION 2
DIMENSIONS J
FINAL ! 4

CODE LENGTH WIDTH HEIGHT POWER LUMEN

mm mm mm WATT OUTPUT \
24276 165 31 75 4.2 355
24277 305 31 75 8.3 709
24278 446 31 75 12.5 1064
24279 586 31 75 16.7 1418
24280 727 31 75 20.9 1773
24281 867 31 75 25.0 2127
24282 1008 31 75 29.2 2482
24283 1148 31 75 334 2836
24284 1289 31 75 37.5 3191
24285 1429 31 75 41.7 3545
24286 1570 31 75 45.9 3900
24287 1710 31 75 50.1 4254
24288 1851 31 75 54.2 4609
24289 1991 31 75 58.4 4964
24290 2132 31 75 62.6 5318
24291 2272 31 75 66.7 5673
24292 2413 31 75 70.9 6027
24293 2553 31 75 75.1 6382
24294 2694 31 75 79.2 6736
24295 2834 31 75 83.4 7091
24296 2975 31 75 87.6 7445
24297 3115 31 75 91.8 7800
24298 3256 31 75 95.9 8154
24299 3396 31 75 100.1 8509
24300 3537 31 75 104.3 8863
24301 3677 31 75 108.4 9218
24302 3818 31 75 112.6 9573
24303 3958 31 75 116.8 9927
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Bappéva pe HAektpootatikr Bagn
Painted with Electrostatic Powder

LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

H *H texvoloyia Twv LED givat o Stapkn e§€NiEn omote mptv mapayyeilete, mapakalovpe empPePaiwote moto LED givat Siabéoipo

ask for a confirmation that this is the most updated product to our list.

. warm 2700 Kelvin

mmm neutral white 4000 Kelvin



