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CRI>80 | Power and luminous flux

EXTERNAL VERSION 1
DIMENSIONS LM/W
CODE [LENGTH| WIDTH | HEIGHT o) Wj=:8 )Y\
mm mm mm WATT  OuTPUT

24332 175 46 70 3
24333 315 46 70

24334 455 46 70

24335 595 46 70

24336 735 46 70

24337 875 46 70

24338 1015 46 70

24339 1155 46 70

24340 1295 46 70

24341 1435 46 70

24342 1575 46 70

24343 1725 46 70

24344 1865 46 70

24345 2005 46 70

24346 2145 46 70

24347 2285 46 70

24348 2425 46 70

24349 2565 46 70

24350 2705 46 70

24351 2845 46 70

24352 2985 46 70

24353 3135 46 70

24354 3275 46 70

24355 3415 46 70

24356 3555 46 70

24357 3695 46 70

24358 3835 46 70

24359 3975 46 70

24360 4115 46 70

24361 4255 46 70

24362 4395 46 70

24363 4535 46 70

85
FINAL

255

510

765
1020
1275
1530
1785
2040
2295
2550
2805
3060
3315
3570
3825
4080
4335
4590
4845
5100
5355
5610
5865
6120
6375
6630
6885
7140
7395
7650
7905
8160

VERSION 2 VERSION 4
LM/W 100 LM/W 100
FINAL FINAL
POWER | LUMEN POWER | LUMEN
WATT | ouTPUT WATT | ouTPUT

3.1 310 4.3 430

6.2 620 8.6 860
9.3 930 129 1290
124 1240 17.2 1720
15.5 1550 21.5 2150
18.6 1860 25.8 2580
21.7 2170 30.1 3010
24.8 2480 34.4 3440
27.9 2790 38.7 3870
31 3100 43 4300
341 3410 47.3 4730
37.2 3720 51.6 5160
40.3 4030 55.9 5590
43.4 4340 60.2 6020
46.5 4650 64.5 6450
49.6 4960 68.8 6880
52.7 5270 731 7310
55.8 5580 774 7740
58.9 5890 81.7 8170
62 6200 86 8600
65.1 6510 920.3 9030
68.2 6820 94.6 9460
713 7130 98.9 9890
74.4 7440 103.2 | 10320
77.5 7750 107.5 | 10750
80.6 8060 111.8 | 11180
83.7 8370 116.1 | 11610
86.8 8680 120.4 | 12040
89.9 8990 124.7 | 12470
93 9300 129 12900
96.1 9610 133.3 | 13330
99.2 9920 137.6 | 13760

Linear Led Module

@@A (€

» I'pappiko LED @wTioTiké e§wTepIKO

» E0WTEPIKOU XWPOU

» KAtdAAnAo yia TomobETnon o€ opo®n

» ] KPEUAOTO WE KIT avaptnong*

» ano mpo®il aAoupiviou

» € TTOAUKOPUTOVIKO KAAUMUA OaTIvE

» ue evowpatwpévo Linear Led Engine (LLE)

» CRI>80 | 3 SDCM

» katomiv mapayyehiag kat pe CRI>90

» TomoBeTNUEVA OE YPAUUIKN YAKTPA

» yla kaAUTepn Slaxeipion tng Beppokpaaiog

» o€ Beppokpaciag xpwpatog 3000K - 4000 Kelvin

» katomv mapayyehiag kat o€ 2700-5000-6500 Kelvin
» e evowpatwpévo Led driver on/off

» katémv mapayyehiag dimmable phase cut/Dali/1-10v
» KOTAAANAO Yla OOIOYEVH QWTIOUS XWPIG KEVA

Linear LED fitting

Surface mounted

or suspended with suspension kit*

for indoors use

from extruded aluminum powder coated

with polycarbonate satin cover

with incorporated Linear Led Engine (LLE)

CRI>80| 3 SDCM

Upon request available with CRI>90

adjusted on a linear cooling system

for best heat management

in 3000K or 4000K color temperature

upon request also available in 2700-5000-6500 Kelvin
with incorporated LED driver on/off as standard
upon request dimmable phase cut/Dali/1-10v
seamless effect without shadows between modules
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SUSPENSION KIT

Composed by 2-5 pcs (depending from the length of

luminaire) of steel wire with length 1.20m standard length

(upon request available in longer lengths) assembled to

fitting with all necessary components for ceiling installation,
with 1.50m long power supply cable 3x0.75mm transparent -

white - black - grey (upon request available in longer
lengths), connected to fitting, and 1 pcs of round die cast

aluminum ceiling base, painted in same color with luminaire,

with external diameter d=60mm and height=15mm.
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70mm

Katémv mapayyeliag 10 QwTIOTIKO
npoo@épetat 4,50m o€ eviaio cwpa

Upon request luminaire is offered 4.50m
long in one single piece

1)
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Bappéva pe HAektpootatikr Bagn
Painted with Electrostatic Powder

Rel

LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

H *H texvoloyia Twv LED givat o Stapkn e§€NiEn omote mptv mapayyeilete, mapakalovpe empPePaiwote moto LED givat Siabéoipo

ask for a confirmation that this is the most updated product to our list.

. warm 2700 Kelvin

mmm neutral white 4000 Kelvin



