WATERPROOF LINEAR FITTINGS
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www.mpillumination.com O

TERRA LINE GROUND ANTI GLARE ASYMMETRIC CONTINUOUS

INDICATIVE COB LED TABLE *CRI>80 POWER LED SMD WITH LENS [l

BIONRWA 7W | 7x1W | 220-240V/350mA | 2700-3000-4000 KELVIN | 455-490-560 LUMEN | DIM 1 [OIIN
EREEE] 14w | 14x1W | 220-240v/350mA | 2700-3000-4000 KELVIN | 910-980-1120 LUMEN [ DIM2 <> @D/

EIONNEE] 21w | 21x1W | 220-240v/350mA | 2700-3000-4000 KELVIN | 1365-1470-1680 LUMEN | DIM 3 <>/

ETRPIY] 28W | 28x1W | 220-240v/350mA | 2700-3000-4000 KELVIN | 1820-1960-2240 LUMEN [ DIM 4 <> @)/

EREPAR 10.5W [71.5W | 220-240V/500mA | 2700-3000-4000 KELVIN | 655-700-770 LUMEN [ DIM 1 <> @)/
ETEPP 21W | 14x1.5W | 220-240v/500mA | 2700-3000-4000 KELVIN | 1330-1400-1540 LUMEN | DIM2 <> @)/
EJRPE] 31.5W |21x1.5W | 220-240v/500mA | 2700-3000-4000 KELVIN | 1995-2100-2310 LUMEN | DIM 3<D> D) /\

ETORRZ 42W | 28x1.5W | 220-240v/500mA | 2700-3000-4000 KELVIN | 2660-2800-3080 LUMEN | DIM 4 <> @)/

DIMENSIONS OF LUMINAIRES DIMENSIONS OF GROUND BASES OPENING DIMENSIONS
AIALTAZEIZ OQTIZTIKOY AIAXTAZEIZ BAZEQN EAAOOYZ AIAZTAZEIZ ONHZ
DIM CODE A C LENGTH | WIDTH DEPTH
1] 30117-30121 306mm 310mm 342mm | 100mm | 115mm
12| | 30118-30122 604mm 608mm 640mm | 100mm | 115mm
13] 30119-30123 904mm 908mm 940mm | 100mm | 115mm
14| | 30120-30124 1204mm 1208mm 1240mm | 100mm | 115mm

€
AIAXTAZEIZ OQTIZTIKOY / FITTING DIMENSIONS
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AIAXTAZEIZ BAZHX EAAOOYX / GROUND BASE DIMENSIONS
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> Xwveutd oteyavo QwTIoTIKG 6A@ouC

> ahoupviou Bapéw Tumou

» KatdAn)o yia aclppeTpo i wall washing Qwtiopo
» owpa amd xutd mpo@ik ahoupviou Bapéwg Tumou
> NAEKTPOOTATIKA BOLEVO pE TTONVEDTEPIKY TTOUSPQ
> yla avtoxn o€ eEWTEPIKES OLVONKeS TEPIBANOVTOG
> e Baon edagpoug ahoupuviou

> L€ EVIOXUHEVO TTIPOCTATEUTIKO UAAIVO TTIPOQUAGKTIPA TIAOUG 8mm

> Ue avtiBappwtikéc ypileg ahoupiviou

> Ue evowpatwpéva High Power Led texvoloyiag SMD

> TomoBeTNUéVa OE YPOUUIKY PKTPA

> yla v kahutepn Slayeipton g Beppdtntag Tou led

» oe Beppokpaociag xpwuatog 2700-3000-4000 Kelvin

> katomy mapayyehiag kat o€ 2200-3500-5000-6500 Kelvin
> LM80, CRI>80, katomiv mapayyehiog kai pe CRI>90

> U paKoUg ENETTIKNG S€opng

> kaiwall washing lenses

> ue onimoBAimTn opelxdAkivo PG11 IP68

> e eNaoTIKd oteyavomoinong olAkovng Kai Bideg inox
> Nertoupyei pe evowpatwpévo Tpopodotikd On/off

» 1 katomv mapayyehiag dimmable phase cut/Dali/1-10V
» KATOMIV TapayYeNiag TPoopEPETal PO KAAWSIWUEVO

» Linear ground buried waterproof luminaire

> suitable for outdoors use

» with asymmetrical light distribution

» made from extruded anodized aluminum body

> painted with polyester powder suitable for external use
» with ground base from aluminum

> with heavy duty protective glass 8mm thick

> with internal antiglare screen with grilles from aluminum
» with incorporated POWER LED SMD technology

> adjusted on high performance linear heatsink

» for best heat management

» LM80, CRI>80, upon request available with CRI>90

» in 2700-3000-4000 KELVIN

» also available upon request in 2200-3500-5000-6500 Kelvin
> with elliptical beam lenses

» and wall washing lenses

> with incorporated led driver, on/off as standard

> upon request dimmable phase cut/Dali/1-10v

> with silicone gaskets and stainless steel screws

> with cable gland PG11 IP68 from brass

» upon request is available with pre-connected cable

5339 IP68 RATED MULTI-WAY CONNECTOR BOX
XTEFANO KOYTI AIAKAAAQZHX

L

MPOZOXH: Ze 6Aa TQ QWTIOTIKA CWHATA XWVEUTA SaméSou KaTtd Thv
gykataotaon Ba mpénet va Snpioupyeite Touhdxiotov 20cm Babog omn¢
AMOOTPAYYIONG, YERATN XANIKL, YIA TNV AITOQUYI OTACIHWY LSATWV 1 va
XPNOIHOTIOLEITE Yia TOV {510 AOYo aywyoug amoxETeuong.

Xpnotpornolgite povo kahwdia tomou HO7RN, dANou €idouc kaAwdia pmopei
va pnv eéao@ahiCouv Babpd oteyavotntag IP67 i IP68.

WARNING: In all ground buried lighting fittings installation, at least 20cm
depth drain hole filled by gravel must be made to prevent flooding, or for
same reason use draining water pipes.

Use HO7RN cables only as other types of cables may not be conformed to
assure the IP67 or IP 68 rating.
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@ @ *H texvoloyia Twv LED eivat o€ Siapkn eEENEN omdTe mpv mapayyeiete, mapakahope emBefaiwote mo LED eival Siabéoipo
LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
ask for a confirmation that this is the most updated product to our list.

Bappéva pe Nohveatepikr HAektpoatatikr Bagn
Painted with Polyester Electrostatic Powder

Il warm 2700 kelvin I warm white 3000 Kelvin Il neutral white 4000 Kelvin



