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Luce 6P Picco Inox Led

» OwToTIkS led oteyavd xwveutd emitolxo

» KATAMANAO yia Xprion e§WTEPIKOUG XWPOUG

amod cWHaA XUTO ahoupiviou

Bapuévo NAEKTPOOTATIKA e TTOAVECTEPIKN TTOUSpa

YLO QVTOXT) O€ KATATTOVAOELG TOU £§WTEPIKOV TEPIBANMOVTOC
Kal OTEQAVL Bapéwc TUToU avoeidwTo

L€ TTPOOTATEVTIKEC (O1EC YPiNleg Taxoug 3mm

pE UAAvo TpoPUAaKTAPa tempered Axoug 4mm

pEe EAAOTIKA oTeyavomoinong Kat Bideg inox

pe evowpatwuéva power led smd

TOTOOETNUEVA OE YPAUUIKN PUKTPA

yta TNV KaAUTEPN Beppikn Slaxeipion

CRI>80 | 3 SDCM

3000-4000 Kelvin

Katomv mapayyehiag dtabéoipo og 2700-5000-6500 Kelvin
Aertoupyei pe evowpatwyévo led driver, on/off

1 Katomv mapayyehiag Stabéoipo dimmable

ouvodeveTal pe BAaon aAoupiviou yla TomoBéTtnon otov Toixo
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» Waterproof wall recessed led luminaire
» suitable for outdoors use

» from die cast aluminum body

>

>

ITETANA OQTIETIKA XONEYTA ENITOIXA LED

painted with polyester electrostatic powder

for resistance under harsh environmental conditions
and flange made from heavy duty stainless steel (inox)
» with protective grilles, 3mm thick

» with protective tempered glass 4mm thick

» with waterproof gasket and inox screws

' » with incorporated power led smd technology
CRI>80 | Led source power and luminous flux > adjusted on a linear heatsink

N

» for best thermal management of led source

v

26463 2.15W | 220-240V | -4000 KELVIN | 55-62 LUMEN  {<D@ A\ > CRI>80|3 SDCM
: » available in 3000-4000 Kelvin
26464 2.8W |220-240V | -4000 KELVIN | 84-88 LUMEN (<@ /\ i> upon request, available in 2700-5000-6500 Kelvin

: » works with built in led driver on/off
26465 4.0W |220-240V | -4000 KELVIN | 118-124 LUMEN @@A » or upon request available dimmable

.......................................................................................................................... » available with aluminum base for wall installation

Kouti emitoiyng tomo0étnong andé alouvpivio
3338 Box for wallzl(nstallation from aluminum

=3% 100x60mm GLASS CE
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& STAINLESS STEEL
—_ 700, INOX
30° 0° 30° HEAVY DUTY
—C0/C180 ... €90/ C270

cd /1000 Im

LIGHTING LUMINAIRES

@ @ ’\18/ FOR HARD ENVIRONMENTAL CONDITIONS

Katomv mapayyehiag 1o pmpooTivo GTEPAVI MMTOPEL . Cost-effective durabil ity
va Bagrei pe MoAveatepikr HAekTpootatikr Bagr

Upon request the front flange can be offered Heat and cold resistant
Polyester Powder coated Suitable for seaside application

*H texvoloyia Twv LED givat o€ Siapkn e§€MiEn ondte mpiv mapayyeilete, mapakalovpe empePaiwote moto LED givan Siabéoipo
@ Inox Stainless Steel LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

ask for a confirmation that this is the most updated product to our list.

mmm warm 2700 Kelvin = neutral white 4000 Kelvin



