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» 2not led Xwveuto opo@rig

» €0WTEPIKOU XWPOU

» HE MIKpO e§wTePIKO MAaioIo

» aloupviou

» otaBepod

» Bappévo NAEKTPOOTATIKA

» katdMn)o yia darklight avti@apwtiké wtiopd
» ue udhvo mpo@ulakTripa tempered

» Sidgavo n pat

» pe evowpatwuévo 1 COB LED 1ox00og

» evowpatwuévo og YPrKTpa UYNARG amodoong

» yla v koAUTepn Slaxeipton BeppdTnTag Tou led

> CRI>80|35DCM

» katomv mapayyehiag pe CRI>90 & CRI 98+

» og Beppokpaaia xpwuarog 2700-3000-4000 Kelvin
» katomyv mapayyehiag kat og 3500-5000-6500 Kelvin
» pe avakAaotripa uPnAig amodoong

> ue S¢oun 15°-25-40"-60°

» Aettoupyei pe ouvodeuTiko led driver on/off

» 1 katémv mapayyehiag dimmable phase cut / Dali / 1-10volt
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» Recessed led spotlight

» forindoors use

» with small external trim

» from die cast aluminum

» painted with electrostatic powder

» fixed

» suitable for darklight (anti-dazzle) effect

» with tempered glass transparent or mat

» with incorporated 1 COB LED

» adjusted on a high performance heatsink

» for best heat management

» CRI>80 as standard | 3 SDCM

» upon request available with CRI>90 & CRI 98+

» in 2700-3000-4000 Kelvin

» upon request in 3500-5000-6500 Kelvin

» with high performance reflector

» available with 15°-25°-40°-60° beam angle

» works with remote led driver, on/off as standard
» or upon request dimmable phase cut/Dali/1-10volt

INDICATIVE COB LED TABLE* CRI>80

EELETY | 7.5W | 2700-2000-4000 KELVIN | 645-675-705 LUMEN | D> &\ m -
EELCER)© 9.0W | 2700-2000-4000 KELVIN | 780-820-860 LUMEN | > &\ i
EELT | | 11.0W | 2700-2000-4000 KELVIN | 925-965-1000LUMEN | D> /&

EELIAN | 12.75W | 2700-3000-4000 KELVIN | 1050-1100-1150 LUMEN | <> /& Fired Anti-dazzle Angle

D 103mm

EELP] | . 10.5W | 2700-3000-4000 KELVIN | 1050-1080-1125 LUMEN | 1> /&
EELLE] | | 12.0W|2700-3000-4000 KELVIN | 1195-1245-1290 LUMEN | 0> & e

EETIXE " 15.5W] 2700-2000-4000 KELVIN | 1510-1570-1630 LUMEN | <> /&

EELLE] | | 17.5W] 2700-3000-4000 KELVIN | 1660-1730-1795 LUMEN | <11 /& H

EELTT © 19.5W| 2700-3000-4000 KELVIN | 1815-1890-1960 LUMEN | <> £ L]

&5 114mm D 103mm ¢90-135mm (€ - 97mm ——>

To mapamdvw GWTIOTIKO TPOOPEPETAL

-w-l P20 KOTOMV mapayyehiag pe pmpoaTtivi mpootacia IP44-1P54

Accessories upon request

The above luminaire is available upon request
with IP44 -IP54 front protection

IP44-1P54 Smooth Smooth Honey comb
light filter 1 light filter 2 louvre
@ 6 8\ *H texvoloyia Twv LED sivat o€ Siapkn e§€MEn omote mpiv mapayyeilete, mapakahoUpe empPePawote moto LED givan StaBéoipo
g LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
ask for a confirmation that this is the most updated product to our list.

Bappéva pe Hhektpootartikr Bagn
Painted with Electrostatic Powder = warm 2700 Kelvin mmm neutral white 4000 Kelvin



