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Gemini 100 Pin 1 IP20 | IP23 version

>not led xwveuto opo@rig

E0WTEPIKOV XWPOU | oTabePd

KOTOOKEUAOHEVO ATO XUTOTIPECAPIOTO ANOUUIVIO
HE MIKPO AVOLYHa OE HaUPO XPWHA

1 o€ AAN\a XPWHA KATOTIV TTapayyeNiag

UE evowpatwpévo cob led

TomoBeTnpévo Babid péoa OTO PWTIOTIKO

yla peiwon g 6dappwong

KataAnAo yia darklight pwtiopo

EVOWHATWHEVO Og YAKTPA LYNARG amddoong

yla tnv KaAUTepn Slaxeipion Beppdtntag Tou led
CRI>80+ | 3 SDCM

i CRI>90+ | 3 SDCM

katomv mapayyehiag pe CRI >95+  CRI>97+

2 SDCM katémiv mapayyehiag

o€ Beppokpacia xpwpatog 2700-3000-4000 Kelvin
Katomv mapayyehiag kat og 3500-5000-6500 Kelvin
UE avakAaotpa 1 @aké vhnAng amédoong

ue &éopn 15°-30°-45°-60°

Aertoupyei pe ouvodeutiko led driver, On/off

1 katomv mapayyehiag dimmable phase cut / Dali / 1-10volt
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CRI >80 | Luminaire Flux | Standard Lumen Performance Recessed led spotlight

for indoors use | fixed

from die cast aluminum

with small aperture in black color

or in other finishes upon request

and light source positioned deep

for darklight effect and reduce of glare

with incorporated 1 cob led source

adjusted on a high performance heatsink

for best thermal management

CRI80+ | 3SDCM as standard

or CRI90+ | 3SDCM as standard

upon request available with CRI>95+ or CRI97+
upon request available with 2 SDCM

in 2700-3000-4000 Kelvin

upon request in 3500-5000-6500 Kelvin

with high performance reflector or lens
available with 15°-30°-45°-60° beam angle
works with remote led driver

on/off, dimmable phase cut/Dali/1-10Volt
works with remote led driver on/off as standard
available upon request dimmable phase cut/Dali/1-10volt

EECPYA © | 7.0W | 2700-3000-4000 KELVIN | 460-525-550 LUMEN | <D /&
EEEPE] " 8.8W | 2700-3000-4000 KELVIN | 575-660-690 LUMEN | 0D &\
cEEPEN ©10.7W | 2700-3000-4000 KELVIN | 705-805-840 LUMEN | 0> /&

EELEN] | 12.8W | 2700-3000-4000 KELVIN | 840-960-1000 LUMEN | <G> &

CRI >90 | Luminaire Flux | Standard Lumen Performance

EELERN | | 7.0W | 2700-3000-4000 KELVIN | 390-445-468 LUMEN | 1D /&
EELEP] | 8.8W | 2700-3000-4000 KELVIN | 490-560-590 LUMEN | <D /&
EECEE] © | 10.7W | 2700-3000-4000 KELVIN | 600-680-715 LUMEN | <> /&

VY VY YV VVVVVYVYVYVYVVVVYVYVYVYY VYVVYVVVVVVVYVVVVVVYVYYY

EELERY | | 12.8W | 2700-3000-4000 KELVIN | 715-820-860 LUMEN | 0> /&

CRI >80 | Luminaire Flux | High Lumen Performance

EECEE] | 6.0W | 2700-3000-4000 KELVIN | 438-500-525 LUMEN | <D /&
EEFELY " | 8.3W | 2700-3000-4000 KELVIN | 605-693-726 LUMEN | 0D &\

cECEYA © 10.0W | 2700-3000-4000 KELVIN | 730-835-875 LUMEN | 0> /&

EELER] | 11.8W | 2700-3000-4000 KELVIN | 862-985-1032 LUMEN | 0> &

CRI >90 | Luminaire Flux | High Lumen Performance

EEPER] | 6.0W | 2700-3000-4000 KELVIN | 370-425-445 LUMEN | <> &\
EELYN]© | 8.3W | 2700-3000-4000 KELVIN | 515-585-610 LUMEN | 0> /&
EXLYER ©  10.0W | 2700-3000-4000 KELVIN | 620-710-740 LUMEN | 0D /&\
EELYY] | 11.8W | 2700-3000-4000 KELVIN | 730-835-875 LUMEN | <> & | E
¥ 100mm P s2mm 4 125mm (€ —45mm
+—100mm ——»

= Accessories upon request

%mo r s

To mapanmdvw PWTIOTIKO TPOCPEPETAL
KaTOmMV mapayyeAiag pe pmpootivi mpootacia IP23
The above luminaire is available upon request -
IP23 with IP23 front protection Fixed Anti-dazzle Horl1ey comb S':.TOth EI::.'I’tKaI
Angle ouvre ilter ilter

ask for a confirmation that this is the most updated product to our list.

- - *H texvoloyia Twv LED &ivat o€ Siapkn e§€MEn omote mpiv mapayyeilete, mapakahovpe empPePawote moto LED givan SiaBéoipo
@ ‘:03 \ / 4\'} @ ‘/;1 8 & 20 23 LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

mmm warm 2700 Kelvin mmm neutral white 4000 Kelvin



