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Βαμμένα με Πολευστερική Ηλεκτροστατική Βαφή

Painted with Polyester Electrostatic Powder

 Φωτιστικό οροφής
 στεγανό 
 κατάλληλο για χρήση σε εξωτερικού χώρους
 χυτό αλουμινίου
 ηλεκτροστατικά βαμμένο με πολυεστερική πούδρα
 με γυάλινο προφυλακτήρα tempered διάφανο ή ματ πάχους 6mm
 με ενσωματωμένο ηλεκτρονικό μετασχηματιστή
 έναυσης Metal Halide 
 κατάλληλο για 1 λυχνία UV filter Metal Halide 35W-50W-70W
 με λυχνιολαβή πορσελάνης G8.5-G12
 με ανακλαστήρα αλουμινίου με 15°-25°40°-60°-80°
 με ενσωματωμένο ηλεκτρονικό μετασχηματιστή on/off 
 με ελαστικά στεγανοποίησης σιλικόνης και βίδες inox

 Waterproof ceiling mounted luminaire
 suitable for exteriors use
 from die cast aluminum
 polyester powder coated
 with tempered glass transparent or mat 6mm thick
 suitable for metal halide lamps 35W-50W-70W
 with built in metal halide electronic gear
 with porcelain lampholder of type G8.5-G12
 with aluminum reflector
 available with 15°-25°-40°-60°-80° beam
 with silicon gaskets and inox screws

Tube 148 CL Maxi 2 MH

www.mpillumination.com
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65148mm 260mm 6

HQI-T  220-240v 35W G1227103

 HCI-TC 220-240v 50W G8.527104

 HCI-TC 220-240v 70W G8.527105

HQI-T  220-240v 70W G1227106

 HQI-TS 220-240v 70W RX7S27107


