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Elegance Asymmetric 1.2 Nova 2 LED VERSION

> OwTIoTIKO led oTEYaVO XWVEUTO emiTolXO

» aouppetpou darklight pwtiopov

» KAatdAnho yla Xprion e§wTePIKOUG XWPOUG

> amd OWHA XUTO AAOUHIVIOU Kal OTEQAVL XUTO AAOUHLVIOU

> Bappéva NAEKTPOOTATIKA e TTOAVECTEPIKN TTOUSPA

» YlO QVTOXN O€ KATATIOVIOELG TOU EEWTEPIKOU TIEPIBANNOVTOG
» M€ avakAaoTpa OAOUHIVIOU ACUUHETPNG SE0UNG

» e udhivo poulakTtrpa tempered  TAxoug 4mm

» Me eEAaoTIKA oTeyavomoinong Kat Bideg inox

»> He evowpatwpéva linear Smd led modules

> TOMOOETNUEVA OE YPAUUIKN PAKTPA

» yla v KaAUTepn Bepuikn Staxeipion

> CRI>80 | 3 SDCM

> o€ 2700-3000-4000 Kelvin

> e evowpatwpévo led driver, on/off

» 1 Katomv mapayyeAiag Stabéoipo dimmable

» phase cut/trailing edge - 1/10v - Dali

> ouvodeveTal e Baon aloupiviou yia TOmoB€TNoN oToV Toixo
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» Waterproof wall recessed led luminaire

» suitable for outdoors use

> suitable for asymmetric darklight effect

» from die cast aluminum body and flange

> painted with polyester electrostatic powder

> for resistance under harsh environmental conditions
» with internal aluminum asymmetrical reflector
with protective tempered glass 4mm thick

with waterproof gasket and inox screws

with incorporated linear Smd led modules
adjusted on a linear heatsink

for best thermal management of led source
CRI>80| 3 SDCM as standard

available in 2700-3000-4000 Kelvin

with built in led driver on/off as standard

or upon request available dimmable

phase cut/trailing edge - 1/10v - Dali

available with aluminum base for wall installation

ITETANA OQTIXTIKA XQNEYTA ENITOIXA LED
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CRI>80 | Power and Luminous flux

Kourti emitoixng tomoBétnong
5274 Box for wall recessed use
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& LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
ask for a confirmation that this is the most updated product to our list.

Bappéva pe NMolveotepikn HAektpootatikr Bagnr
Painted with Polyester Electrostatic Powder EEm warm 2700 Kelvin mmm mmm neutral white 4000 Kelvin
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