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Mini Faros SQ Brass Led Ground

DWTIOTIKO XWVEUTO 6APOUG

oTeyavo ue Babuo mpootaoiag IP67

KATAANAo yla Xprion o€ e€WTEPIKOUE XWPOUG

KOl E0WTEPIKOUE XWPOUG

OWUA ATo XUTO OPEIXAAKO

OTEPAVL aTd XUTO OPEIXAAKO

otabepd

pe uaAvo popuUAaKTipa tempered maxoug 8mm Sidpavo
1 HaT/0omAA KaTomy mapayyeAiag

HE EAAOTIKA OTEYAVOTIOINONG Ao GIAIKOVN

pe Bideg inox

Kat oTimoOAinTn opelxdAkivo PG7 IP68

pe evowpatwpévo 1 high power led texvoloyiag SMD
CRI>80| 3 SDCM

katémy mapayyeAiog CRI>90

og Bepuokpacia xpwpatog 2700-3000-4000 Kelvin
katémy mapayyeAiog kat o€ 3500-5000-6500 Kelvin
HE avakAaoTpa i @ako uPnArg amodoong

ue éoun 15°-25°-40°-60°

AEITOVPYE( e CUVOSEUTIKO-ATTOOKPUGCHEVO TPOPOSOTIKO
TUmou constant current yla cUvOeon ev oelpd
ouvodevetal amd Bdaon e5dpoug aloupiviou
NAEKTPOOTATIKA BAPpEVN UE TOAUECTEPIKN TTOUSPA
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Ground buried waterproof led luminaire
with IP67 protection

suitable for outdoors and indoors use

body made from Brass

flange made from Brass

fixed

with tempered glass transparent as standard
or mat/opal upon request

with 8mm thickness

with silicon gaskets and inox screws

and brass nickel plated cable gland PG7 IP68
with incorporated 1 High power led SMD
CRI>80 | 3 SDCM as standard

upon request available with CRI>90

in 2700-3000-4000 Kelvin

upon request in 3500-5000-6500 Kelvin

with high performance reflector or lens
available with 15°-25°-40°-60°

works with remote led driver of constant current type
suitable for in series connection

with aluminum ground base for ground installation
painted with polyester powder

70x70mm |

Omm

BAZH EAAGOYE
BASE FOR THE GROUND

72mm

Eicodo¢ KaAwdiwv " iy . " Eioodo¢ KaAwdiwv
Input of cables - g ! 087 - Input of cables
A Meodpg ) -

VVVVVVVVVVVVVVVVVVVVVY VVVVVVVVVVVVVVVVVVVVYVYYVYY

INDICATIVE COB LED TABLE* CRI>80

{0 pIRY === 1.0W | 350mA | 2700-3000-4000 KELVIN | 85-90-100 LUMEN
E{0 Pl e 1.5W | 500mA | 2700-3000-4000 KELVIN | 115-120-130 LUMEN

E{\pIY A == 2.0W | 700mA | 2700-3000-4000 KELVIN | 150-155-165 LUMEN

] 70mm @?103mm ¢ 80mm (€

Baon xutr aAovpiviov yia tomo0étnon

o710 £8agoc, UPoug 80mm
Die cast aluminum round base for placement
in the ground, with 80mm height

-
20 @ ‘l 33’ . H *H texvoloyia Twv LED sivat og Siapkn e§€MEn ondte mpiv mapayyeilete, mapakalovpe empPeBaiwote moto LED givai Siabéacipo

LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

ask for a confirmation that this is the most updated product to our list.

mmm warm 2700 Kelvin mmm mmm neutral white 4000 Kelvin



