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Hydrospot 100 Cob Led

>not led oteyavo xwveutd opo@ng

KOTANNAO yla Xprion o€ €WTEPIKOUG XWPOUG

KOl E0WTEPIKOUG XWPOUG

aloupviou

Bappévo NAEKTPOOTATIKA PE TTOANVECTEPIKH TTOUSPA
otabepd

pe evowpatwpévo 1 COB LED 1oxvog
TomoBeTNéVO 08 YPAKTPA LPNARG amodoong

yta v kaAUtepn Siaxeipion Beppotntag tou led
pe BaBud mpootaociag IP44 améd pympootd

pe udAivo poulaktrpa tempered Sidpavo

1| Hat/oméA Katomv mapayyehiog

CRI>80 | 3 SDCM

Katomyv mapayyehiog pe CRI>90 & CRI 98+

KaTomyv mapayyehiog pe 2 SDCM

o€ Beppokpacia xpwpatog 2700-3000-4000 Kelvin
Katomv mapayyehiag kat og 3500-5000-6500 Kelvin
Me avakhaoTipa uPnAic amddoong

pe §éopn 15°-25°-40°-60°

Aertoupyei pe ouvodeuTikd led driver on/off

1 katomyv mapayyeAiag dimmable

phase cut / Dali/ 1-10volt
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» Recessed led spotlight
» for outdoors and indoors use
» from die cast aluminum
» polyester powder coated
» fixed
INDICATIVE COB LED TABLE* CRI>80 » with incorporated 1 Cob led source
. » adjusted on a high performance heatsink
prEZE  6.7W|2700- -4000 KELVIN | 585-615-640 LUMEN @ A > for best thermal management of led source
i, > with IP44 FRONT protection
28585 . 7.5W|2700- -4000 KELVIN | 645-675-705 LUMEN @ @ > with tempered glass transparent as standard
. r or mat/opal glass upon request
28586 9.0W | 2700- -4000 KELVIN | 780-320-860 LUMEN @ @ > CRI>80| 3 SDCM as standard
‘ » upon request available with CRI>90 & CRI 98+
v i _ ~ _ » upon request available with 2 SDCM
28587 . 11.0w| 2700 4000 KELVIN | 925 1000 LUMEN @ @ > in 2700-3000-4000 Kelvin
v » in 3500-5000-6500 Kelvi
PYELL] | | 12.75W | 2700-3000-4000 KELVIN | 1050-1100-T150 LUMEN | > A | 5 i high performance reflecior
» available with 15°-25°-40°-60° beam angle
, > works with remote led driver on/off as standard
28589 . 12.0W|2700- -4000 KELVIN | 1200- -1300 LUMEN @ é > or upon request dimmable phase cut/Dali/1-10volt
pELE ©  14.0W | 2700-3000-4000 KELVIN | 1375-1410-1475 LUMEN | <> &
Pl | . 15.5W [ 2700-3000-4000 KELVIN | 1510-1570-1630 LUMEN § <D /&
pLLLYE | 17.5W | 2700-2000-4000 KELVIN | 1660-1730-1795 LUMEN | <> /&
28593 | . 19.5W|2700- -4000 KELVIN | 1815- -1960 LUMEN @ @
pELLYY ©  21.4W | 2700-3000-4000 KELVIN | 1960-2035-2120 LUMEN | <11 &

(75 100mm P somm 4 100155mm (€ FRONT

- Accessories upon request
Smooth Smooth Honey comb
Fixed light filter 1 light filter 2 louvre

IP20 To Mapamdvw WTIOTIKG TTPOCPEPETAL
Katémiv mapayyehiag pe pmpooTivi mpootacia IP54-1P65

The above luminaire is available upon request

with IP54-1P65 front protection «—63mm—»
IP54-1P65 -—100mm——>
@ 0 3‘ 04‘ ]«? 8\\ 20 (23 *H texvoloyia Twv LED sivat o€ Siapkn e§€MEn omote mpiv mapayyeilete, mapakahovpe empPeBaiwote moto LED givan Sabéoipo
NGZERNGZR v 4 LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
ask for a confirmation that this is the most updated product to our list.

Bappéva pe Molveotepikr HAektpootatikr Bagn
Painted with Polyester Electrostatic Powder = warm 2700 Kelvin mmm neutral white 4000 Kelvin



