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Matrix Cob Led 1

MpoBoAéac led oteyavog

aloupviou Bapéwg Tumou

NAEKTPOOTATIKA BAUMEVOC UE TTONUECTEPIKY) TOUSPA
KOTAANNAN yla eEWTEPIKOUG XWPOUG

pe udAivo pouAakTrpa tempered

mayoug 10mm Sidpavo

UE evowpatwpévo 1 cob led

TomoBetnpévo og PKTpa VYNARG anddoong

yta v KaAUtepn Siaxeipton tng BeppodtnTag Tou led
CRI>80| 3SDCM

o€ Beppokpacia xpwpatog 3000-4000 Kelvin
KaTomv mapayyehiag kat og 2700-3500-5000-6500 Kelvin
Katoémy mapayyeAiag pe CRI>90

pe avakhaoTipa uPnAig amddoong

pe Séopn 12.5%20°-38°-45°

Aertoupyei pe evowpatwpévo led driver on/off
Katomv mapayyehiag pe led driver dimmable

phase cut/1-10v/Dali

ME ENaOTIKA oTEYavomoinong amd oIAikévn

pe Bideg inox

pe oTimoOAinTn PG11 IP68

KOTOMIV TapayyeNiag mpoo@épetat

pe ouvdedepévo kaAwdio 1 neoprene
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ITETANOI LED TPOBOAEIX
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Waterproof led projector

for outdoors use

from heavy duty die cast aluminum

polyester powder coated

suitable for resistance in external areas

with protective tempered stepped glass transparent 10mm thick
with incorporated 1cob led source

adjusted on a high performance heatsink

for best thermal management of led source
CRI>80 | 3 SDCM as standard

in 3000-4000 Kelvin

upon request in 2700-3500-5000-6500Kelvin
upon request with CRI>90

with high performance reflector

available with 12.5°-20°-38°-45° beam

works with built in led driver

on/off as standard

upon request dimmable phase cut/1-10v/Dali
with silicon gaskets and inox screws

with IP68 PG11 cable gland

upon request available with pre-fitted Tm neoprene cable

Accessories upon request

Smooth Smooth Honey comb
light filter 1 light filter 2 louvre
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CRI >80 | Power and Luminous flux
Final lumen output depends from the selection of the angle beam

pYZYIN | 7.5W|220-240v | 3000-4000 KELVIN | 755-855 LUMEN | <@ /\
. Kapewtd otnpiypara eddagpoug diabécipa
ELy[ON  9.0W|220-240v | -4000 KELVIN | 835-935 LUMEN | @@A Katomv mapayyehiag

36702 | .12.0W | 220-240v | -4000 KELVIN | -1349 LUMEN @@& Ground spikes available upon request

GLASS o) (€ ¢

! 305mm Die cast aluminum spike

¢ 5075

Kap@i alovpiviov

ITplypa eddagoug
aloupiviov

J ”- i125mm Ground aluminum support

""" 5201

I[ --------- ZTipiypa edagoug

alovpviov
-‘ ‘ 430£nm

pE Kap@i ahovpviov

Ground aluminum support
with die cast aluminum
spike

5076

@ ‘1 8 *H texvoloyia Twv LED gival o& Stapkr eEAIEN ométe mpiv mapayyeilete, mapakahoUpe empPePaidyote moto LED ivat Stabécipo
o LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
Bappéva pe Nohveotepikr HAextpooTaTike Bagi ask for a confirmation that this is the most updated product to our list.

Painted with Polyester Electrostatic Powder mmm warm 2700 Kelvin mmm neutral white 4000 Kelvin



