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External Line 82 Smd Kit B

loauuiké led pwTtioTikS oTEYAVO

e€WTEPIKOU XWPOU

KaTdAnAo yla TomoBétnon og opoen

amnd xutd mpo@ik ahouptviou Bapéwg TUmou
NAEKTPOOTATIKA BAUHEVO E TOAUECTEPIKN TTOUSPA
KATAANAN yla avToyr} oe SUOKOAEG EWTEPIKEG OUVONKEC
UE udAIvo TTpoPUAAKTAPA tempered 6mm

Ue 2 eENaoTIKA S1éNeVoNC OIAIKOVNG oTeyavotntag IP67
yla €i00d0 kat £€£060 KaAwdiwv Tapoxi¢ PEVUATOC

UE EAAOTIKA OTEYAVOTTOINONG OIAIKOVNG Kalt BideG inox

pe evowpatwpéva high power led smd

TOTMOBETNHEVA OE YPAUMIKN WAKTPA

yla kaAUtepn Siaxeipton tng Beppokpaaiag

og Beppokpaciag xpwpatog 3000K - 4000K

katémy mapayyehiag kat og 5000-6500 Kelvin

CRI85 |3 SDCM

UE TPOCAPHOCHEVOUG paKkoUG amd PMMA

Slapdpwv Seopwv**

Aertoupyei pe evowpatwpévo LED driver on/off

katomv mapayyehiog Stabéoipo dimmable phase cut/Dali/1-10v

LINEAR LED WATERPROOF LUMINAIRES
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Linear led waterproof luminaire

ceiling mounted

suitable for outdoors use

from heavy duty die cast aluminum profile
polyester powder coated

for high resistance against UV rays and harsh weather conditions
with tempered glass 6mm thick

with 2 waterproof silicon cable entries IP67

for input and output of power supply cables
silicon gaskets and inox screws

with incorporated high power led smd

adjusted on a linear cooling system

for best thermal management

CRI 853 SDCM

in 3000K or 4000K color temperature

upon request also available in 5000K-6500K

with PMMA lenses with different beam angles**
works with built in LED driver, on/off as standard
upon request dimmable phase cut/Dali/1-10v

LENGTH
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EXTERNAL VERSION 1 VERSION 2 VERSION 3 VERSION 4
DIMENSIONS 3000K 4000K 3000K 4000K

LENGTH | WIDTH HEIGHT | POWER
mm mm mm WATT

POWER
WATT

POWER
WATT

POWER

CODE WATT

FLUX FLUX FLUX FLUX

23668 338 82 97 4.9 755 4.9 795 7.25 1010 7.25 1065

23669 618 82 97 9.8 1510 9.8 1590 14.5 2020 14.5 2130

23670 918 82 97 14.7 2265 14.7 2385 21.75 3030 21.75 3195

23671 1218 82 97 19.6 3020 19.6 3180 29 4040 29 4260

High Power Led Smd i GLASS CE

SUSPENSION KIT

Amoteleitalamo 2 tepdyla amo XaAUSvo cuppa pkoug 1,20 m (katdmy S100e01udTNTAC OE HAKPUTEPA MHKN)
OUVAPUOAOYNUEVO HE ONA Ta amapaitnTa e€0PTAMATA Y TOTTOBETNON O OPOPH, UE ETOIHO CUVOESEUEVO
kaAwS1o Tpo@odoaiag neoprene urikoug 1,50m 3x0,75mm? (KaTomtv mapayyeAiag og LeyOAUTEPA URKN), KAl
oTeyavr BAocn aloupiviou, BappEVO OTO 810 XPWHA LE TO QWTIOTIKO, e EWTEPIKA SiApeTpo d=115mm Kal
vPoc=35mm.

Composed by 2 pcs of steel wire with length 1.20m standard length (upon request available in longer
lengths) assembled to fitting with all necessary components for ceiling installation, with pre-fitted neoprene
1.50m long power supply cable 3x0.75mm? with waterproof round die cast aluminum ceiling base, painted
in same color with luminaire, with external diameter d=115mm and height=35mm.

@ @ ‘1 8 *H texvoloyia twv LED eivat oe Siapkn e§ENiEn onéte mpwv napayyeilete, mapakaloupe empePaidote moto LED eivat Stabéoipo
— LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
Bappéva pe Mohveotepikr HAektpooTatic Bag ask for a confirmation that this is the most updated product to our list.

Painted with Polyester Electrostatic Powder mmm warm 2700 Kelvin = neutral white 4000 Kelvin



