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ot led xwveutod opo®rig

EOWTEPIKOU XWPOU

KOTOOKEVOOHEVO aTTd XUTOTIPEGCAPIOTO OAOUUIVIO
KIvnTo opllovtiwg +355° kat kabétwg +30°

UE evowpatwpévo cob led

TomoBetnpévo Babid péca oTo PWTIOTIKO

yla peiwon tng Bdupwong

KataAnAo yia darklight pwtiopd

EVOWHATWUEVO 0 YPAKTPA LYNARG amodoong

yta v KaAutepn Siaxeipion BeppdtnTag tou led
CRI>80|3 SDCM

katomyv mapayyehiag Siabéotpo pe CRI>90 i CRI>95+
Katomv mapayyeAiag Stabéotpo pe 2 SDCM

o€ Bepuokpaaia xpwpatog 2700-3000-4000 Kelvin
Katomy mapayyehiag kat og 3500-5000-6500 Kelvin
Ue avakAaotrpa 1 @akd uPnAng amodoong

pe §éopn 15°-24°-36°-48°

Aertoupyei pe ouvodeutikd led driver , On/off

1 katomv mapayyeAiag dimmable phase cut / Dali/ 1-10volt

wi
[
X
=
-
=
(=]
-9
v
[=]
]
v
wv
L
)
[
e
=]
X
=
(=]
-9
o
=
>
(7]
=
S
><
[
(=]
=
2]

VVYVVYVVVVVVVVVVVVYVVVY

Recessed led spotlight

for indoors use

from die cast aluminum

movable horizontally £355° and vertically +30°
with light source positioned deep

for darklight effect and reduce of glare

with incorporated 1 cob led source

adjusted on a high performance heatsink

for best thermal management

CRI>80 | 3SDCM as standard

upon request available with CRI>90 or CRI>95+
upon request available with 2 SDCM

in 2700-3000-4000 Kelvin

upon request in 3500-5000-6500 Kelvin

with high performance reflector or lens
available with 15°-24°-36°-48° beam angle
works with remote led driver on/off as standard
available upon request dimmable phase cut/Dali/1-10volt

CRI>80 | Led source power & Luminous Flux

Final lumen output depends on the selection of the angle beam

ELRET] © | 5.0W | 2700-3000-4000 KELVIN | 425-450-475 LUMEN | 1> £\

cEIEYA " | 6.7W | 2700-3000-4000 KELVIN | 570-603-635 LUMEN | 1> £\
EEYEE] © | 7.5W | 2700-3000-4000 KELVIN | 638-675-717 LUMEN | 1> £\

EEREL] © . 9.0W | 2700-3000-4000 KELVIN | 765-510-855 LUMEN | <> £\
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Accessories upon request

JUIay P20 e

f=——95mm —~|

|_.._92mm —-|

Smooth Smooth Honey comb
light filter 1 light filter 2 louvre
IP44 FRONT

To mapamdvw QWTIOTIKO TPOCPEPETAL ] 355° MNepioTpepopevo

KATOTIV mapayyeAiag pe pmpooTiviy 355° opilovTiwg

npoctacia IP44 Kt £30° KaBETWG

The above luminaire is available upon Adjustable

request with 1P44 front protection 355° horizontally

30° 30° and £30° vertically SPECULAR FINISH
Tiltable ettt —_—_—_ m m M M — M M
BO"PHéVU HE H)\EKTPOUT"{“K“I Bagn *H texvoloyia Twv LED givat o€ Siapkn e§€Ni€n ondte mpiv mapayyeilete, mapakalovpe empePaiwote moto LED givan Siabéoipo
Painted with Electrostatic Powder LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
ask for a confirmation that this is the most updated product to our list.

/\._ AaBéo1po Kat og GAAa Xpwpata Katomy mapayyehiag
18)

Upon request available in different color finishes mmm warm 2700 Kelvin mmm neutral white 4000 Kelvin



