
M
P *Η τεχνολογία των LED είναι σε διαρκή εξέλιξη οπότε πριν παραγγείλετε, παρακαλούμε επιβεβαιώστε ποιο LED είναι διαθέσιμο

LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

warm 2700 Kelvin warm white 3000 Kelvin neutral white 4000 Kelvin
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Βαμμένα με Πολευστερική Ηλεκτροστατική Βαφή
Painted with Polyester Electrostatic Powder

 CRI >80 | Led source power and Luminous flux

TONDO MAXI RD2 

www.mpillumination.com
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 14.5W  | 3000 - 4000 KELVIN | 1230220-240V |  LUMEN37142

LED VERSION

 12.0W  | 3000 - 4000 KELVIN | 1020220-240V |  LUMEN37025

 17.5W  | 3000 - 4000 KELVIN | 1485
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 Φωτιστικό στεγανό

 κατάλληλο για τοποθέτηση σε τοίχο ή οροφή 

 κατάλληλο για χρήση σε εξωτερικό χώρο 

 από χυτοπρεσσαριστό αλουμίνιο 

 ηλεκτροστατικά βαμμένο με πολυεστερική πούδρα 

 με οπάλ ματ προστατευτικό πολυκαρμπονικό κάλυμμα 

 με ελαστικά στεγανοποίησης και βίδες inox

 με ενσωματωμένα power led smd

 CRI>80

 3000-4000 Kelvin 

 λειτουργεί με ενσωματωμένο led driver on/off

 κατόπιν παραγγελίας dimmable phase cut/1-10v/Dali

 Waterproof bulkhead 

 suitable for wall or ceiling placement 

 suitable for outdoors use 

 made from die cast aluminum

 polyester powder coated 

 with opal mat protective front polycarbonate cover 

 with sealed gasket and inox screws 

 with incorporated power led smd

 CRI>80

 3000-4000 Kelvin 

 Works with built in led driver 

 On/off as standard

 Upon request dimmable phase cut/1-10v/Dali 


