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LE piKkpd dvorypa os pavpo Xpwpa

1| 05 GANA XpWHa KaTtomv iapayyehiag

e evowpatwpévo 1 Cob Led 1ox00¢
TonmoBsTnuévo Badid yia peiwon Tng dupwong
KatdAnho yia darklight wtiopd
EVOWHATWUEVO O YHKTpa bYnAric anddoaong
yla v KaAotepn Siaxeipion Oepudtnrag tou led
CRI>80 | 3 SDCM

Katémy mapayyshiag ps CRI>90 & CRI 98+
Katomy mapayyshiag pe 2 SDCM

o Beppokpacia xpwparog 2700-3000-4000 Kelvin
Katomy mapayyshiag kat os 3500-5000-6500 Kelvin
Ue avakiaotripa vPnArig andédoaong

Uie Séopn 15°-25°-40°-60°

Asrtoupyel pe cuvodeumikd led driver, On/off

1| katomv mapayyshiag dimmable

phase cut / Dali / 1-10volt

RECESSED SPOTLIGHTS
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Recessed ceiling led spotlight
for indoors use

with small external trim

from die cast aluminum

movable +25°

with small aperture in black color

CRI 80 | Led source power & Average Luminaire Flux

Indicative Flux list | Final lumen output depends from the selection of the angle beam
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’\. )| 6.7W| 2700-3000-4000 KELVIN | 585-615-640 LUMEN H @ A » orin other finishes upon request
- »> with incorporated 1 Cob Led source
()| 7.5W]2700-3000-4000 KELVIN | 645-675-705 LUMEN @ £ 4 ]E:)"rsr'z(‘;’fj‘fs(‘)’fgﬁgr'gs'dethe ornae
v i > suitable for darklight effect
[ )| 9.0W|2700-3000-4000 KELVIN | 780-820-860 LUMEN @ /E\ > adjusted on a high performance heatsink
. ; > for best thermal management of led source
=% » CRI>80|3 SDCM as standard
\_J 11.0W | 2700-3000- KELVIN | 925-965-1000 LUMEN @ /ﬁ » upon relquest available with CRI>90 & CRI 98+
> upon request available with 2 SDCM
() 12.75W|2700- ) KELVIN | 1050-1100-1150 LUMEN | @ N > In 2700-3000-4000 Kelvin
’ > upon request in 3500-5000-6500 Kelvin
> with high performance reflector
== »> available with 15°-25°-40°-60° beam angle
() 8.5W|2700-3000-4000 KELVIN | 885-910-950 LUMEN @b 2, T —————————
) > on/off, dimmable phase cut / Dali / 1-10volt
(| 105W|2700-3000-4000 KELVIN | 1050-1080-1125 LUMEN @ A
() 12.0W]|2700-3000- KELVIN | 1200-1250-1300 LUMEN | @ A
s | H

@100mm f[?szmm I1oo-155mm Ce

Accessories upon request

To mapanavi PuTIoTIKO TPpoc@EpETal

karomyv mapayyehiag pe pnpooTivi) npootaocia IP44 . |

The above luminaire is available upon request

IP44 with IP44 front protection Smooth Smooth Honey comb
light filter 1 light filter 2 louvre

69 @ { 13‘ Standard Finishes H *H texvohoyia Twv LED eival o Siapkr) eENIEN omOTe Tipiv mapayyeheTe, mapakahoUpe emBefaidote mo LED eival SiaBéaipo
N > LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

- - ask for a confirmation that this is the most updated preduct to our list.
(03) (04) @ e 20 23 Upon Request Finishes

H warm 2700 kelvin [ warm white 3000 Kelvin B



