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DQuwtioTikd led areyavd e§wTepikd opoprg
Kataiinio yla xprion ewTepikolq xwpoug

and owpa Kal gTEPAvi ano Xuto akoupviou
Bappéva nAeKTpooTaTIKG pe MOAUECTEPIKE ToUSpa
pE uahivo TpoguAakTrpa tempered pat/omai

UE ehaoTika oreyavonoinang oihikovng kal Bideg inox
pe evowpatwpévo AC mains voltage cob led
TomoBeTnpéva ae PrKTpa

yia v kahutepn Beppikn Sayeipion

CRI80 |3 SDCM

CCT 3000-4000 Kelvin

katomv napayyehiag og 2700 Kelvin

on/off

1] Katomy mapayyehiag

dimmable phase cut/trailing edge

YVYYYVVYVYYYYYYY

Waterproof ceiling surface led luminaire
suitable for outdoors use

from die cast aluminum body and flange
polyester powder coated

with protective tempered mat/opal

with silicon gasket and inox screws

with incorporated AC mains voltage cob led
adjusted on a heatsink

for best thermal management

CRI80 | 3 SDCM as standard

available in 3000-4000 Kelvin

upon request available in 2700 Kelvin
on/off as standard

or upon request available

dimmable phase cut/trailing edge

EYOEZN | AW 220-240V | 2700-3000-4000 KELVIN | 290-300-310 LUMEN | <> (D) /A\

37055 6W | 220-240V | 2700-3000-4000 KELVIN | 405-420-440 LUMEN | <D> () /\

EYOETN | W/ 220-240V | 2700-3000-4000 KELVIN | 480-500-530 LUMEN | <1> (&) /A\
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Quniatiko led oTeyavo eEwTepikd opoprig
kardahinho yia xprion eEwTepIKOUG XWPOUG

and owpd Kal oTEQAVI amod XUuTo aloupiviou
Bappéva nhekTpooTatiKa pe mohveoTepIKr moldpa
He udhivo mpogulaktrpa tempered pat/omak

He eEAaoTIKA oTEYavoTmoinong oMKovnG Kat BiSeg inox
pe evowpatwpévo AC mains voltage cob led
TomoBeTnuéva og PrKTpa

yia Tnv KahuTepn Beppukn Sayeipion

CRIB0 | 3 SDCM

CCT 3000-4000 Kelvin

karomv napayyehiag og 2700 Kelvin

on/off

N karémv mapayyehiag

dimmable phase cut/trailing edge
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Waterproof ceiling surface led luminaire
suitable for outdoors use

from die cast aluminum body and flange
polyester powder coated

with protective tempered mat/opal

with silicon gasket and inox screws

with incorporated AC mains voltage cob led
adjusted on a heatsink

for best thermal management

CRI80 | 3 SDCM as standard

available in 3000-4000 Kelvin

upon request available in 2700 Kelvin
on/off as standard

or upon request available

dimmable phase cut/trailing edge

37057 4W | 220-240V | 2700-3000-4000 KELVIN | 290-300-310 LUMEN | <D> @) /i\

37058 6W | 220-240V | 2700-3000-4000 KELVIN | 405-420-440 LUMEN | <D> (L) /1\

EYOEE] | 8W|220-240V | 2700-3000-4000 KELVIN | 480-500-530 LUMEN | D> (&) /\

@ 140mm

I 74mm
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EEl warm 2700 Kelvin BBl warm white 3000 Kelvin Il natural

Bappéva pe Novsotepikr HAsktpoatarikr Bagr
Painted with Polyester Electrostatic Powder

*H 1exvohoyia twv LED eivai oe Siapkr eEéhi€n ondte npwv mapayyeilete,

napakaholpe emPefaiwore mo led eivar Siabéopo

LED technology changes constantly forward, so before selecting / ordaring the most suitable
product for you, ask for a confirmation that this is the most updated product to our list.



