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 Γραμμικό led φωτιστικό εξωτερικό
 εσωτερικού χώρου
 
 

κρεμαστό με κιτ ανάρτησης*

 
από προφίλ αλουμινίου

 
με πολυκαρμπονικό κάλυμμα ματ οπάλ/σατινέ

 
με ενσωματωμένο Linear Led Μodules 

 
CRI>80 | 3 SDCM 

 
τοποθετημένα σε γραμμική ψήκτρα

 
για καλύτερη διαχείριση της θερμοκρασίας

 
σε θερμοκρασίας χρώματος 3000-4000 Κelvin 

 
κατόπιν παραγγελίας και σε 2700-5000-6500 Κelvin

 
κατόπιν παραγγελίας και με CRI>90

 
 

κατόπιν παραγγελίας dimmable phase cut/Dali/1-10v
κατάλληλο για ομοιογενή φωτισμό  χωρίς κενά

 Linear Led luminaire
 
 

pendant with suspension kit*

 
for indoors use

 
from extruded aluminum powder coated

 
with polycarbonate satin opal mat cover

 
with incorporated Linear Led Modules

 
adjusted on a linear cooling system

 
for best heat management

 
CRI>80 |  3 SDCM as standard 

 
upon request available with CRI>90

 
CCT 3000-4000 Kelvin 

 
upon request also available in 2700-5000-6500 Kelvin

 
 

upon request dimmable phase cut/Dali/1-10v

M
P *Η τεχνολογία των LED είναι σε διαρκή εξέλιξη οπότε πριν παραγγείλετε, παρακαλούμε επιβεβαιώστε ποιο LED είναι διαθέσιμο

LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

warm 2700 Kelvin warm white 3000 Kelvin neutral white 4000 Kelvin
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Βαμμένα με Ηλεκτροστατική Βαφή
Painted with Electrostatic Powder

40Linear Led Module

  

CODE LENGTH
mm

WIDTH
mm

HEIGHT
mm

POWER
WATT

FINAL
LUMEN
OUTPUT

POWER
WATT

FINAL
LUMEN
OUTPUT

39242 165 36.5 64.5 3,1 310 4,3 430
39243 305 36.5 64.5 6,2 620 8,6 860
39244 446 36.5 64.5 9,3 930 12,9 1290
39245 586 36.5 64.5 12,4 1240 17,2 1720
39246 727 36.5 64.5 15,5 1550 21,5 2150
39247 867 36.5 64.5 18,6 1860 25,8 2580
39248 1008 36.5 64.5 21,7 2170 30,1 3010
39249 1148 36.5 64.5 24,8 2480 34,4 3440
39250 1289 36.5 64.5 27,9 2790 38,7 3870
39251 1429 36.5 64.5 31 3100 43 4300
39252 1570 36.5 64.5 34,1 3410 47,3 4730
39253 1710 36.5 64.5 37,2 3720 51,6 5160
39254 1851 36.5 64.5 40,3 4030 55,9 5590
39255 1991 36.5 64.5 43,4 4340 60,2 6020
39256 2132 36.5 64.5 46,5 4650 64,5 6450
39257 2272 36.5 64.5 49,6 4960 68,8 6880
39258 2413 36.5 64.5 52,7 5270 73,1 7310
39259 2553 36.5 64.5 55,8 5580 77,4 7740
39260 2694 36.5 64.5 58,9 5890 81,7 8170
39261 2834 36.5 64.5 62 6200 86 8600
39262 2975 36.5 64.5 65,1 6510 90,3 9030
39263 3115 36.5 64.5 68,2 6820 94,6 9460
39264 3256 36.5 64.5 71,3 7130 98,9 9890
39265 3396 36.5 64.5 74,4 7440 103,2 10320
39266 3537 36.5 64.5 77,5 7750 107,5 10750
39267 3677 36.5 64.5 80,6 8060 111,8 11180
39268 3818 36.5 64.5 83,7 8370 116,1 11610
39269 3958 36.5 64.5 86,8 8680 120,4 12040

EXTERNAL 
DIMENSIONS

VERSION 1
LM/W 100

VERSION 2
LM/W 100

INDICATIVE COB LED TABLE* CRI>80

Κατόπιν παραγγελίας το φωτιστικό 
προσφέρεται 4,50m σε ενιαίο σώμα

long in one single piece

Composed by 2-5 pcs (depending from the length of lumi-
naire) of steel wire with length 1.20m standard length (upon 

with all necessary components for ceiling installation, with 
1.50m long power supply cable 3×0.75mm transparent-
white-black-grey (upon request available in longer lengths), 

ceiling base, painted in same color with luminaire, with 
external diameter d=60mm and height=15mm.

SUSPENSION KIT
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