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Gemini 85 Rotate B IP20 | IP23 version
2ot led XwveUTO opo@ng
( 355°")

EOWTEPIKOV XWPOU
20° 20°

KOTOOKEUAOHEVO aTTO XUTOTTPECAPIOTO AAOUUIVIO
Kvnto optlovTiwg £355° kal Kabétwg +20°

UE MIKPO AVOLYUA OE HAUPO XPWHA

1 o€ AANA XPWHA KATOTIV TTapayyeNiag

HE evowpaTwpévo cob led

TomoBetnuévo Babid péoa oTo PWTIOTIKS

yla peiwon g Bdupwong

KatdAAnAo yia darklight pwtiopo

EVOWHATWUEVO Og YKTPa uYNARG amddoong

yla Tnv KaAUTepn Staxeipion Bepudtntag tou led
CRI>80+| 3 SDCM

1 CRI>90+ | 3 SDCM

katomy mapayyehiag pe CRI >95+ ) CRI>97+

2 SDCM katémiv mapayyehiag

og€ Beppokpacia xpwparog 2700-3000-4000 Kelvin
Katémyv mapayyehiag kat og 3500-5000-6500 Kelvin
HE avakAaoTtrpa 1 @ako uPnAng amodoong

ue 8¢oun 15°-30°-45°-60°

Aertoupyei pe ouvodeuTikd led driver, On/off

N katomv mapayyehiag dimmable phase cut / Dali / 1-10volt

Neplotpepopevo
355° opiovTiwg
Kat £20° KaBéTwg
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Adjustable
355° horizontally
and *20° vertically

CRI >80 | Luminaire Flux | Standard Lumen Performance

EXE)’ . 7.0w |2700-3000-4000 KELVIN | 460-525-550 LUMEN § <i1> £\
EXXE]’ . s.8w |2700-3000-4000 KELVIN | 575-660-690 LUMEN | <ii> £\
EXLA " 10.7w|2700-2000-4000 KELVIN | 705-805-840 LUMEN | <ib> £\
EEZN" 128w | 2700-3000-4000 KELVIN | 840-260-1000 LUMEN | i) /£

Recessed led spotlight

for indoors use

from die cast aluminum

movable horizontally +£355° and vertically +20°
with small aperture in black color

or in other finishes upon request

and light source positioned deep

for darklight effect and reduce of glare

with incorporated 1 cob led source

adjusted on a high performance heatsink

for best thermal management

CRI80+ | 3SDCM as standard

or CRI90+ | 3SDCM as standard

upon request available with CRI>95+ or CRI97+
upon request available with 2 SDCM

in 2700-3000-4000 Kelvin

upon request in 3500-5000-6500 Kelvin

with high performance reflector or lens

. available with 15°-30°-45°-60° beam angle

., 6.0W | 2700- -4000 KELVIN |438-500-525 LUMEN @ £\ works with remote led driver on/off as standard

@ @ availiable upon request dimmable phase cut/Dali/1-10Volt

CRI> 90 | Luminaire Flux | Standard Lumen Performance

EXEZY . 7.0w |2700-3000-4000 KELVIN | 390-445-468 LUMEN | <> £\
EXE) . 38w |2700-3000-4000 KELVIN |490-560-590 LUMEN | il £\
EXZY° 10.7w|2700-3000-4000 KELVIN | 600-680-715 LUMEN | i A&\
EXE’ 12.8W | 2700-3000-4000 KELVIN | 715-520-860 LUMEN | il £\

CRI> 80 | Luminaire Flux | High Lumen Performance

VVVVVVVVVVVVVVVVVVVVY VVVVVVVVVVVVVVVVVVYVVYYVYY

ELLYOd - | 8.3W | 2700-3000-4000 KELVIN | 605-693-726 LUMEN
EEEVEY | 10.0W | 2700-3000-4000 KELVIN | 730-835-875 LUMEN | 11> £\
ELEYLY T 11.8W | 2700-3000-4000 KELVIN | 862-985-1032 LUMEN | <> £\

CRI >90 | Luminaire Flux | High Lumen Performance

EXX) . 6.0w |2700-3000-4000 KELVIN | 370-425-445 LUMEN | i £\
EXI | s.3w [2700-2000-4000 KELVIN | 515-585-610 LUMEN | <i)> £
EXZY’ 10.0w | 2700-3000-4000 KELVIN | 620-710-740 LUMEN | <> £\
EXE) 11.8W | 2700-3000-4000 KELVIN | 730-835-875 LUMEN | i) £\
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Tiltable Anti-dazzle Honey comb Smooth Elliptical
Angle louvre Filter Filter

Mlpzo e asmm—s

To mapamdvw YWTIOTIKO TIPOCPEPETAL
R . iy . +—— 85mm—m»
KATOmv mapayyeNiag pe pmpooTivi mpootacia IP23

The above luminaire is available upon request
1P23 with IP23 front protection

*H texvoloyia Twv LED &ivat o€ Siapkn e§€MEn omote mpiv mapayyeilete, mapakahovpe empPePawote moto LED givan SiaBéoipo
LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

Qs u@®@®»s
— - ask for a confirmation that this is the most updated product to our list.

mmm warm 2700 Kelvin mmm neutral white 4000 Kelvin



