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Med 4 Brass Asymmetric LED VERSION

QutioTiké led emitotxo

KATAAANAO yia xprRon EwTepIKoUE XWPoug

Katdhknio yia acuppetpo darklight gpuwtiopo

OTEQPAVL Kal owpa opeldAkivo Bapéwg Tummou

YIQ QvTOXT) OE KATAMOVIOEIS TOU EEWTEPIKOU TIEPIBAANOVTOG
HE avakhaoTripa aAOULIVIOU AOUPHETPNG SETUNG

HE UAAIvO TTpOPUACKTHpa tempered TIAXoUg 5mm

ME EAAOTIKA oTeyavomnoinong Kal Bibeg inox

He evowpatwpeva power led smd

CRI 80

3000-4000 Kelvin

katomyv napayyehiag SiaBéopo og 2700-5000-6500 Kelvin
TomoBeTnUévVa O ypappIKn YUKTpa

Yid TRV KAAUTEPN BepUIKN Slaxeipion

JE evowpatwpévo led driver , on/off
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Waterproof wall fixed led luminaire

suitable for outdoors use

suitable for asymmetric darklight effect

body and flange made from Heavy duty brass

for resistance under harsh environmental conditions
with internal aluminum asymmetrical reflector
with protective tempered glass 5mm thick

with waterproof gasket and inox screws

with incorporated high power led smd technology
adjusted on a linear heatsink

for best thermal management of led source

CRI80

in 3000-4000 Kelvin

upon request available in 2700-5000-6500 Kelvin
with built in led driver on/off as standard
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CRI 80 | Led source power and lumen output I_’/H
LOR 40 T = M

G 2.0W | 220-240v] 3000-4000 KELVIN | 200-220 LUMEN <D &)/

BRI 3.0W | 220-240v] 3000-4000 KELVIN | 300-330 LUMEN <D>@&)/\ B
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LIGHTING LUMINAIRES
FOR HARD ENVIRONMENTAL CONDITIONS
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i Karémv napayyehiag 1o puTiaTiké pnopei
33 ‘ Standard Finishes va Baprei ue Mokueotepixr} Hhektpootamikr Bagr

Upon request the luminaire can be offered
Polyester Powder Coated

MP

=H 1exvoloyia Twv LED eival og Slapkr eEeMén ondTe mpv mapayysihete,

napakahoUpe empBefaiore mo led sival SiaBeoipo

LED technology changes constantly forward, so before selecting / ordering the most suitable
product for you, ask for a confirmation that this is the most updated product to our list.

B warm 2700 Kelvin [l warm white 3000 Kelvin [l natural white 40



