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Quattro Asymmetric 122

DWTIOTIKO XWVEUTO EMITOLXO OTEYAVO

KATAAANAO Yia XWVEUTH ToToB£TNnoN € ToiXo

amod CWHA Kol GTEQPAVI XUTO aAOUMIViou

Bappévo nAektpootatikd pe moAveaTEPIKE TTOUSPA
KataAAnAn yia eEwTtepikouc Xwpoug

UE vdAIvo TIpo@UAAKT pa tempered Sidpavo

ue Bideg inox kal EAACTIKA OTeEyavomoinong oIAKOvNG
UE avakhaoTipd aAoupiviou

KataAAnAo ya acvppetpo darklight gwtiopd

UE Auxviohapr mopoeAdvng

TPooQEPETal e KOUTi TomoB£tnong ahovuviou

1} KaTtémv mapayyeAiag pe ehatripia

Yl TONoBETNOoN TOL PWTICTIKOU Ot yupooavida
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Waterproof wall recessed luminaire

suitable for exteriors use

from die cast aluminum body and flange

painted with polyester electrostatic powder

with tempered glass transparent

with inox screws and silicon gaskets

with aluminum asymmetric reflector

suitable for darklight asymmetrical distribution of light
with porcelain lampholder

with aluminum box for recessed use

or upon request

with supporting springs for false ceiling installation
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ZTETANA QOTIETIKA XQNEYTA ENITOIXA LED
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TE=> HALOPIN230V|25W|G9 | <>(L)
—£=», HALOGEN 12V|20W|G4 | <> 0

GLASS (€

—122mm —
F—122mm-—

*H texvohoyia Twv LED eival o Siapkr) eEAIEN omOTe mpiv mapayyeheTe, mapakahoUpe emPBefaidote mo LED eival SiaBéaipo
LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
ask for a confirmation that this is the most updated preduct to our list.

H warm 2700 kelvin [ warm white 3000 Kelvin [l neutral white 4000 Kelvin



