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Quattro Asymmetric 122

led version

QWTIOTIKO XWVEUTO EMITOLXO OTEYaVO

KATAMANAC yia XwveuTr TomoB£tnan ae Toixo

Ao oW Kal OTEQAVI XUTO aAOUIVioU

Bappéva NAEKTPOOTATIKA e TOAUECTEPLIKT) TTOUSpa
KATANANAN yla eEWTEPIKOUG XWPOUG

UE UAAIVO TTpoUAAKT pa tempered Sidgpavo

UE RibEg inox Kal EAACTIKA OTEYQVOTIOINONG CIAKOVNG
Ue avakhaoTipa ahoupwviou

Kat@hinio ya acOppetpo darklight gwtiopd

UE evowpatwiéva power led smd

TomoBetnpéva o Priktpa uPnirig anodoong

yla Thv KaaUTepn Siaxeipion Beppotntag tou led
CRI>80

o€ 3000-4000 Kelvin

Karomv napayyeAiag og 2700 kelvin

Aertoupysi pe evowpatwyévo led driver on/off
TTPOOPEPETAI |UE KOUTI TOTTOBETNONG AAOULIVioU

1] KaTOmyv napayyehiag pe ehatnipla

yla ToToB£TNON TOU YWTIOTIKOU Of yuyoaavida
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ZTETANA QOTIETIKA XQNEYTA ENITOIXA LED

Waterproof wall recessed luminaire
suitable for exteriors use

from die cast aluminum body and flange
painted with polyester electrostatic powder
with tempered glass transparent

with inox screws and silicon gaskets

with aluminum asymmetric reflector
suitable for darklight asymmetrical distribution of light
with incorporated high power led smd
adjusted on a high performance heatsink
for best thermal management

CRI>80

in 3000-4000 kelvin

upon request available in 2700 kelvin
works with built in led driver on/off

with aluminum box for recessed use

or upon request

GLASS CE with supporting springs for false ceiling installation

CRI 80 | led source flux | LOR 25
1.0W | 220-240v |3000-4000 KELVIN | 100-120 LUMEN <>@& A\
2.0W | 220-240v |3000-4000 KELVIN | 200-220 LUMEN <> @ A\
3.0W | 220-240v |3000-4000 KELVIN | 200-330 LUMEN <& /A
EXZTEN 4.0W | 220-240v |3000-4000 KELVIN | 200-440 LUMEN <> @ A\
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LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

H *H texvohoyia Twv LED eival o Siapkr) eEAIEN omdTe mpiv mapayyeheTe, mapakahoUpe emPefaidote mo LED eival SiaBéaipo
ask for a confirmation that this is the most updated preduct to our list.

R warm 2700 kelvin I warm white 3000 Kelvin [l neutral white 4000 Kelvin



