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Quattro Brass Asymmetric 122

QuWTIOTIKO XWVEUTO ETTITOLXO OTEYAVO

KATAAANAQO YIa XWVEUTH TOTTOBETNON OE TOIXO

anod owpa Xuté aAoupiviou

Bappévo NAEKTPOOTATIKA PE TTOAUETTEPIKT TTOLSpa
KATAAANARN YIa EEWTEPIKOUG XWPOUE

L& oTepAvI opeLXaAKIVo Bapiwg TOMou

Ue vahvo TpoguAakThpa tempered Siapavo

UE Bibeg inox Kal EAACTIKA OTEYAVOTIOINONG OIAKOVNG
LE avakAaoTrpa aouviou

KarahAnAo ya agOupetpo darklight guwtiopo

UE Auxviohapn moposhdvng

TTPOCYEPETAI E KOUTI TOMOBETNONG ANOUpIviou

1] KaTOmV Mapayyehiag pe ehatipla

yla TOTToB£TNON TOoU QWTIOTIKOU of yulooavida
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Waterproof wall recessed luminaire

suitable for exteriors use

from die cast aluminum body

painted with polyester electrostatic powder

with front frame from heavy duty Brass

with tempered glass transparent

with inox screws and silicon gaskets

with aluminum asymmetric reflector

suitable for darklight asymmetrical distribution of light
with porcelain lampholder

with aluminum box for recessed use

or upon request

with supporting springs for false ceiling installation

ZTETANA QOTIETIKA XQNEYTA ENITOIXA LED
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Katémv napayyehiag 1o pmpooTivé oTepavi unopei va Bagtei pe NohveoTepikn HAekTpooTatikr Bagr
Upon request the front flange can be offered Polyester Powder coated

—122mm —
F—122mm-—

LIGHTING FITTINGS
FOR HARD ENVIRONMENTAL CONDITIONS

Cost-effective durability
Heat and cold resistant

Suitable for seaside application

LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
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ask for a confirmation that this is the most updated preduct to our list.

H warm 2700 kelvin [ warm white 3000 Kelvin [l neutral white 4000 Kelvin



