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» OwTIoTIKO led XwveuTo eddpoug

» KOTANNAO yla Xprion o€ eEWTEPIKOUG XWPOUG

OWHO KAl OTEPAVL KATAOKEVACHEVO AT XUTOTIPECCAPIOTO AAOUIVIO
TIOAUECTEPIKA BapEVO

Ue 4 £€080uC PWTIoHOU

UE evowpatwpévo led 1oxvog og YrikTpa uPnAng amnddoong
yla TV kaAutepn Staxeipion Tng BeppotnTag Tou led

CRI>80

o€ Beppokpacia xpwpatog 3000-4000 Kelvin

UE UTTEPUYWUEVO UAAIVO TIPOQUAAKTHpA

ue 1 oumo®Aintn IP68

Ue inox Bideg kat ENaoTIKA oTEyavomoinong amod oIANKOvN
AeITOUpYEl HE EVOWUATWHEVO TPOPOSOTIKO / led driver

Ue Taon Tpo@odoaoiag 220-240 volt

N pe e€wTtepIkd TPoPodoTiko / led driver otabBepol pevpatog
KATAAANAO yla oUVSEon v Oelpd

Slabéotpo pe Bdon eddpoug

amnd XUTOTPECCAPIOTO AAOUUIVIO, TTONUECTEPIKA BaUpEVN

1 ané Bapéwg TUTIOU XUTOTIPECCAPLOTO OPEIXAANKO
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ITETANA QQTIZTIKA EAAOOYX

Waterproof inground recessed luminaire

suitable for outdoors use

body and flange

made from heavy duty die cast aluminum

with 4 lighting exits

with incorporated high power led, smd technology
adjusted on a high performance heatsink

for best thermal management of the led source
CRI>80 as standard

CCT 3000-4000 Kelvin

with extolled tempered glass for better

lighting performance

with 1 cable gland IP68

with inox screws and silicon rubber gaskets

works with built in led driver (input voltage 220-240V)
(€ m > or works with remote / external led driver of constant current type
» suitable for in series connection

» available with base for ground installation

» from die cast aluminum, polyester powder coated

» or from base made from heavy duty brass

CRI>80 | Led source power and Luminous flux

Me evowpatwpévo led driver | with built in led driver

E{ZZAN I 4.0W [4x1.0W) [220-240v|3000-4000 KELVIN|4x(35-42) LUMEN i>@ A\
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CRI>80 | Led source power and Luminous flux

Me e§wtepiko led driver | with remote/external led driver
ELZEVY Bl 4.0W [4x1.0W) [350mA [2000-4000 KELVIN|4x(38-42) LUMEN (<> /&
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BAXH EAA®OYX AANOYMINIO

DIE CAST ALUMINUM GROUND BASE

STEQANI —120mm
XYTO i
AANOYMINIOY - -
5285 DIE CAST T
ALUMINUM =
£E200mm FRAME __ g BASH
BAXH EAA®OYX OPEIXAAKINH SOMAXYTO [ 13 i%\ﬁ)OYZ
BRASS GROUND BASE ANOYMINIOY - £} - "o - AnOYMINIO
DIE CAST @ "7 KOA.5099
ALUMINUM = J
BODY " | BASEFORTHE
MPOXOXH: Z& 6Aa TA QWTICTIKA CWUATA XWVEUTA SaméSou Katd TV eykatdoTtacn 8a mpémel va . Xaixi Drainage . | El?gMI\L‘)?E
Snuioupyeite Touhayiotov 20cm BABog OMAG AMOCTPAYYIONG ,YEUATH XANIKL, Yi0 TV AMO@UYH OTACIUWY i Gravel 48 CasT
USATWV 1 Va XPNOIOTIOLEITE Yia TOV i610 AOyo aywyoug amoxéTeuong. XpnolHOTOIEiTE povo KaAwdia Tumou L 3 ALUMINUM
HO7RN, d\\ou giSoug ka@Sia pmopei va unv e§acpalifouv Babuéd oteyavétntag IP67 1y IP68. 3 CODE.5099
WARNING: In all ground burier lighting fittings instalation, at least 20cm depth drain hole filled by gravel
must be masde to prevent flooding, or for same reason use drain water pipes. Use HO7RN cables anly as
other types of cables may not be conformed to assure the IP67 or IP68 rating
@ @ @ *H texvoloyia Twv LED givat oe Stapkn e§£NIEN ondte mpwv mapayyeilete, mapakalope emPBePaiwote moto LED eivat Stabéoipo
LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
ask for a confirmation that this is the most updated product to our list.

Bappéva pe Molveatepikn HAektpootatikn Bagn
Painted with Polyester Electrostatic Powder mm warm 2700 Kelvin - s = neutral white 4000 Kelvin



