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Terra Brass 4L

OwtioTiko led xwveutd edagoug

KOTAAANAO yla Xprion o€ eEWTEPIKOUG XWPOUG

OWHA aTmO XUTOTIPECCAPLOTO ANOUIVIO TTONUECTEPIKA Bappévo
KOl OTEPAVI KATAOKEUAOHUEVO ATO XUTOTTPECCAPIOTO OPEIKOAKO
ue 4 e€660UC PWTIOUOU

pe evowpatwpévo led 1ox0og o PrikTpa LPNANG amodoong

yla v KaAUtepn Staxeipion tng BepudtnTag tou led

CRI>80

o€ Beppokpacia xpwpatog 3000-4000 Kelvin

UE UTTEPUYWHEVO UAAIVO TTIPOPUACKTHPA

pe 1 oumo®Aintn IP68

pe inox Bideg kal ENAOTIKA OTEYAVOTIOINONG Ao GIANKOVN
AEITOUPYE( e EVOWHATWHEVO TPOPOSOTIKS / led driver

ue téon tpopodoaiag 220-240 volt

N pe e€wTePIKO TPoPodoTIKO / led driver otaBepol pevpatog
KATAAANAO yia oUvSeon ev oglpd

Slabéotpo pe Baon eddgpoug

a6 XUTOTIPECOAPLOTO ANOUIVIO, TTONUECTEPIKA Bappévn

1 amo Bapéwg TUTTOU XUTOTIPECCAPIOTO OPEIXAAKO
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Waterproof inground recessed luminaire

suitable for outdoors use

body made from heavy duty die cast aluminum, polyester powder coated
and cover made from heavy duty brass

with 4 lighting exits

with incorporated 1 high power led, smd technology

adjusted on a high performance heatsink

for best thermal management of the led source

CRI>80 as standard

CCT 3000-4000 Kelvin

with extolled tempered glass for better

lighting performance

with 1 cable gland IP68

with inox screws and silicon rubber gaskets

works with built in led driver (input voltage 220-240V)

or works with remote / external led driver of constant current type
suitable for in series connection

available with base for ground installation

from die cast aluminum, polyester powder coated

or from base made from heavy duty brass

LIGHTING LUMINAIRES
FOR HARD ENVIRONMENTAL CONDITIONS

Cost-effective durability
Heat and cold resistant
Suitable for seaside application

CRI>80 | Led source power and Luminous flux

Me evowpatwpévo led driver | with built in led driver

E{ZLEY R 4.0W |4x1.0W |220-240v|3000-4000 KELVIN [4x(38-42) LUMEN | <>@ A\
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120mm

STEQANI
OPEIXAAKINO - T =

CRI>80 | Led source power and Luminous flux BRASS FRAME
SOMA XYTO

Me e§wrepiko led driver | with remote/external led driver AROYHINOY

ALUMINUM
ELZEYY B 4.0W |4x1.0W | 350mA | 3000-4000 KELVIN | 4x(38-42) LUMEN | 1> /& BODY

KQA. 5099
€ % K10 s e
-] . . . GROUND FROM

XuAlKlIg:aalcgge = DIE CAST

ALUMINUM
CODE. 5099

BAXH EAAOOYX
XYTH AAOYMINIOY
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BAXH EAA®OYX ANOYMINIO
DIE CAST ALUMINUM GROUND BASE

BAXH EAA®OYX OPEIXAAKINH
BRASS GROUND BASE

MPOZOXH: Z& 6Aa T WTICTIKA CWHATA XWVEUTA SaméSou Katd Tnv eykatdotaon Oa mpémel va dnuiovpyeite
TouAdyioTtov 20cm Babog omi¢ amooTpdyylong,yeUATn XaAiKi, yia TRV amo@uyr 6TAcIHwV uddtwv i va
XPNOIHOTIOLEITE yia ToV i610 Adyo aywyoug amox£teuong. Xpnolpomoleite povo kaAwdia tumov HO7RN , dGAou
gidoug kaAwdia pmopei va pnv e§acpalifovv Babuo ateyavotntag IP67 1y IP68.

@@ @

Katoémv mapayyeliag 1o QwTIoTIKO pmopei

va Bagrtei pe MoAveotepiki HAekTpooTatiki Bapn
Upon request the luminaire can be offered
Polyester Powder Coated

£200mm

WARNING: In all ground buried lighting fittings installation, at least 20cm depth drain hole filled by gravel must
be made to prevent flooding, or for same reason use draining water pipes. Use HO7RN cables only as other types
of cables may not be conformed to assure the IP67 or IP 68 rating.

20 /23 3? . Standard Finishes *H texvoloyia Twv LED givan o Siapkn} e§€Mi€n ondte mpiv mapayyeilete, mapakalovpe empPePaiwate moto LED gival S1abéoipo
e LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,

ask for a confirmation that this is the most updated product to our list.

mmm warm 2700 Kelvin s mmm neutral white 4000 Kelvin



