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TONDO MAXI RD1 LED VERSION

» QwTIOTIKO OTEYavVO

» KOTAAMNAO yla TormoB£Tnon o€ ToiXo 1 opoen

» KOTAAMNAo yla xprion o€ eEWTEPIKO XWPO

amnd XUTOTPESCAPIOTO AAOUHIVIO

NAEKTPOOTATIKA Bappévo Ue TONVECTEPIKN TTOUSPA
JIE OTTAN AT TTPOOTATEVUTIKO TTOAUKAPUITOVIKO KAAUUMA
pEe eNaoTikd oteyavomoinong Kat Bideg inox

pe evowpatwpéva power led smd

CRI>80

3000-4000 Kelvin

Aertoupyei pe evowpatwpévo led driver on/off
katémv mapayyehiag dimmable phase cut/1-10v/Dali
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Waterproof bulkhead

suitable for wall or ceiling placement

suitable for outdoors use

made from die cast aluminum

polyester powder coated

with opal mat protective front polycarbonate cover
» with sealed gasket and inox screws

» with incorporated power led smd

» CRI>80

» 3000-4000 Kelvin

» Works with built in led driver

» On/off as standard

» Upon request dimmable phase cut/1-10v/Dali
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ITETANA OQTIZTIKA EE

CRI >80 | Led source power and Luminous flux

EY(PZY - 12.0W |220-240V | -4000 KELVIN | -1080 LUMEN | DO
EYALN] - 14.5W | 220-240V | -4000 KELVIN | 1230-1305 LUMEN | <> /\

e | .
"+ 17.5W | 220-240V | 3000 -4000 KELVIN | 1485 -1575 LUMEN | <D (@) /\ y
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86 mm
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@ @ /1 é\ *H texvoloyia Twv LED sivan o€ Siapkn e§€Mi€n ondte mpiv mapayyeilete, mapakalovpe empPePaiwote moto LED givan Siabéoipo
& LED technology changes constantly forward, so before selecting / ordering the most suitable product for you,
ask for a confirmation that this is the most updated product to our list.

Bappéva pe Molevatepikn HAektpootatikn Bagn
Painted with Polyester Electrostatic Powder mmm warm 2700 Kelvin mmm neutral white 4000 Kelvin



